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Executive Summary

This is the fourth five-year review of the remedial actions implemented at the Idaho Pole
Company (IPC) site located in Bozeman, Montana. The IPC site (the “Site”), which is associated
with a previous wood treating facility, is located near the northern limits of Bozeman,

Montana. One Operable Unit (OUO01) was established for the Site that included both soil and
groundwater components. Issues identified in the previous five-year review pertaining to long-
term protectiveness have been addressed. Other protectiveness issues identified after the last five
year review are being addressed, as explained below.

The soil remedy for the Site has been completed. Soils have been treated to the cleanup standards
established in the Record of Decision and have been placed as back fill in the excavated areas
abowve historic groundwater elevations and capped with 12 inches of clean soil to prevent direct
contact. Treated soils were also left in place on the Site above levels that allow for unlimited use
and unrestricted exposure. Therefore, permanent land use restrictions for certain portions of the
facility property have been filed. The intent of the land use restrictions is to ensure the permanent
preservation and maintenance of remedial structures, including the treated soils area, that are
required to minimize potential for human exposure to contaminated soil and to protect the
integrity of the remedy. The effectiveness of the Institutional Controls as well as the integrity of
the cover on top of the treated soils are evaluated as part of this review.

This five-year review focuses on the groundwater and soil components of the remedy. The soil
component includes treated soils that have been placed back in the excavated areas above
historic high groundwater elevations and capped with 12 inches of clean soil as well as
Institutional Controls that have been placed on the property. The groundwater component
includes an operating pump and treat (P&T) system to address pentachlorophenol (PCP)
concentrations in groundwater as well as residual source material remaining in the bark-fill area
of the Site. Contaminated groundwater is extracted and treated on the south side of 1-90 in the
barkfill and pressure plant areas. In addition, in-situ treatment of dissolved contaminants in the
groundwater plume (downgradient of these extraction wells) is remediated by re-injection of
treated groundwater. Review of groundwater data indicate that the P&T system in combination
with source removal has reduced the amount of contaminant in the groundwater. A Controlled
Groundwater Area (CGWA) designation is in place that restricts use of groundwater within the
CGWA for any purpose, except as provided in the remedial action or as otherwise authorized by
EPA and DEQ.

Additional investigations that have occurred since the previous five year review have identified
residual isolated pockets of non-aqueous phase liquid (NAPL) in the vadose zone that continue
to impact groundwater. Pilot testing for potential residual source area remediation will
commenced in 2015, with the long-term goal of cleaning up these isolated pockets of NAPL,
which, if successful, would eliminate—the need for P&T operation.

In addition, it has been determined that, while the 1992 Record of Decision (ROD) established a
groundwater cleanup level for 2,3,7,8-TCDD (Dioxin), no groundwater samples have been
analyzed for dioxin since the ROD was issued in order to make a determination of
protectiveness.

A protectiveness determination of the OUO1 remedy cannot be made until further information is
obtained. While dioxin was identified as a contaminant of concern for groundwater, no dioxin
groundwater samples have been taken since the Record of Decision was issued, and sampling is
necessary. Recently discovered residual NAPL groundwater sources need to be addressed.
Although Institutional Controls are in place, including a deed restriction on the property and a



CGWA that restricts potable use of the groundwater, residual source material continues to impact
groundwater. It is expected that the groundwater dioxin sampling and residual source area

remediation actions will take approximately three years to complete, at which time a
protectiveness determination can be made.

Five-Year Review Summary Form

SITE IDENTIFICATION

Site Name: Idaho Pole Company

EPA ID: MTD006232276

Region: 8 State: MT City/County: Bozeman/Gallatin

NPL Status: Final

Multiple OUs? Has the site achieved construction completion?
No Yes

Lead agency: EPA

Author name (Federal or State Project Manager): Robert Greenwald/Jennifer Abrahams

Author affiliation: Tetra Tech

Review period: 10/01/2014 — 9/30/2015

Date of site inspection: 11/5/2014

Type of review: Statutory

Review number: 4

Triggering action date: 9/20/2010

Due date (five years after triggering action date): 9/20/2015




Five-Year Review Summary Form (continued)

Issues/Recommendations

OU(s) without Issues/Recommendations Identified in the Five-Year Review:

None

Issues and Recommendations Identified in the Five-Year Review:

OuU(s): Ou01 Issue Category: Remedy Performance

Issue: Potential residual source material in the area of the BFEG.

Recommendation: Perform pilot testing to remediate residual
source material.

Affect Current | Affect Future Implementing | Oversight Milestone
Protectiveness | Protectiveness | Party Party Date
No Yes IPC EPA, DEQ 2018

OU(s): OUO1

Issue Category: Remedy Performance

Issue: Dioxin analysis of groundwater

Recommendation: Sample shallow aquifer for dioxin analysis

Affect Current | Affect Future Implementing | Oversight Milestone
Protectiveness | Protectiveness | Party Party Date
No Yes IPC EPA, DEQ 2018

Protectiveness Statement(s)

Operable Unit:
ouo1

Protectiveness Determination:

Protectiveness Deferred

Addendum Due Date

(if applicable):

9/30/2018

Protectiveness Statement:

A protectiveness determination of the OUO1 remedy cannot be made until further information
is obtained. While dioxin was identified as a contaminant of concern for groundwater, no
dioxin groundwater samples have been taken since the Record of Decision was issued, and
sampling is necessary. Recently discovered residual NAPL groundwater sources need to be
addressed. Although institutional controls are in place, including a deed restriction on the
property and a CGWA that restricts potable use of the groundwater, residual source material
continues to impact groundwater. It is expected that the groundwater dioxin sampling and
residual source area remediation actions will take approximately three years to complete, at
which time a protectiveness determination will be made.




Sitewide Protectiveness Statement (if applicable)

For sites that have achieved construction completion, enter a sitewide protectiveness
determination and statement.

Protectiveness Determination: Addendum  Due Date (if
Protectiveness Deferred applicable):
9/30/2018

Protectiveness Statement:

A protectiveness determination of the OUOL1 remedy cannot be made until further information
is obtained. While dioxin was identified as a contaminant of concern for groundwater, no
dioxin groundwater samples have been taken since the Record of Decision was issued, and
sampling is necessary. Recently discovered residual NAPL groundwater sources need to be
addressed. Although institutional controls are in place, including a deed restriction on the
property and a CGWA that restricts potable use of the groundwater, residual source material
continues to impact groundwater. It is expected that the groundwater dioxin sampling and
residual source area remediation actions will take approximately three years to complete, at
which time a protectiveness determination will be made.




Idaho Pole Company Site
Fourth Five-Year Review Report

l. Introduction

This report documents EPA’s fourth five-year review of the remedial actions implemented at the
Idaho Pole Company (IPC) Site located in Bozeman, Montana. The purpose of this five-year
review is to determine whether the remedy at a site remains protective of human health and the
environment. The methods, findings, and conclusions of this review are documented in this Five-
Year Review report. In addition, this Five-Year Review report identifies remedy issues, if any,
and recommends means to address them.

This review is required by the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) 8121 and the National Contingency Plan (NCP), 40 Code of Federal
Regulations (CFR) part 300. Section 121 of CERCLA states:

If the President selects a remedial action that results in any hazardous substances,
pollutants, or contaminants remaining at the site, the President shall review such
remedial action no less often than each five years after the initiation of such remedial
action to assure that human health and the environment are being protected by the
remedial action being implemented. In addition, if upon such review it is the judgment
of the President that action is appropriate at such site in accordance with section
[104] or [106], the President shall take or require such action. The President shall
reportto the Congress a list of facilities for which such review is required, the results
of all such reviews, and any actions taken as a result of such reviews.

EPA interpreted this requirement further in the NCP; 40 CFR 8300.430(f)(4)(ii) states:

If a remedial action s selected that results in hazardous substances, pollutants, or
contaminants remaining at the site above levels that allow for unlimited use and
unrestricted exposure, the lead agency shall review such action no less often than
every five years after the initiation of the selected remedial action.

The lead agency for this five-year review is EPA Region 8, and the five-year review report was
prepared by Tetra Tech under contract to Montana DEQ (DEQ). The Site visit for the five-year
review was conducted on November 5, 2014.

This review is required by statute because hazardous substances, pollutants, or contaminants have
been left on Site above levels that allow for unlimited use and unrestricted exposure. The
triggering action for this fourth five-year review is the date of the previous (third) five-year
review (September 2010).



Site Chronology

Table 1. Chronology of Site Events

Date Event
1978 Initial discovery of the problem
06/10/1986 | National Priorities List (NPL) listing
09/28/1992 | Record of Decision (ROD) signature
08/26/1993 | Unilateral Administrative Order
09/08/1993 | Remedial Design Start, Soils Component
09/08/1993 | Remedial Design Start, Groundwater Component
06/29/1995 |Remedial Design Completion, Soils Component
07/17/1995 | Soils Remedy Start
05/21/1996 | Explanation of Significant Differences
08/22/1996 | Remedial Design Completion, Groundwater Component
08/23/1996 | Groundwater Remedy Start
02/1997 Operation of groundwater treatment system began
03/26/1998 | Construction Completion for the Soil and Groundwater Remedy
11/27/1998 | Explanation of Significant Differences
03/03/1999 | Additional Remedial Design Start
06/08/1999 | Additional Remedial Design Completion
10/21/1999 | Additional Remedial Action Completed (Site remediation ongoing)
09/30/2000 | First Five-Year Review
11/30/2001 | Controlled Groundwater Use Area established
09/2002 Land Treatment Unit (LTU) decommissioned
03/04/2003 | Remedial Action Completion (Soils Component)
09/30/2005 | Second Five-Year Review
11/17/2009 | Approval to shut off Pressure Plant Extraction Gallery (PPEG)
component of groundwater extraction
02/11/2010 | Remediation System Evaluation Report
03/24/2010 | Approval to modify groundwater monitoring
03/26/2010 | Modification to performance monitoring for groundwater remedy
09/09/2010 | Notice of Institutional Controls placed on property where treated soils are
located and on the CGWA
9/20/2010 Third Five-Year Review
03/2011 Soil Management Plan




lll.  Background

Location

The Site is associated with a previous wood treating facility located near the northern limits of
Bozeman, Montana and occupies approximately 65 acres in the east half of Section 6 and the west
half of Section 5, Township 2S, Range 6E of Gallatin County. Figure 1 illustrates key map
features in the vicinity of the Site. The Site is bounded to the south by railroad tracks and to the
north by Rocky Creek (which appears to represent the down-gradient limit of historical
groundwater impacts). The Site is bisected by Interstate 90 (I-90).

Wood treating infrastructure was historically located south of 1-90, though soil and groundwater
have been contaminated both north and south of 1-90. All former wood-treating infrastructure
was dismantled in 1999. Contaminated groundwater flows to the northeast towards Rocky Creek.
Rocky Creek, which is located north of 1-90, also receives water from Mill Creek (located south
of 1-90) through a culvert that runs below 1-90 in the eastern portion of the Site. Further
downstream (northwest of the Site) Rocky Creek combines with Bozeman Creek (which is
located west of the Site) to form the East Gallatin River.

Current and Future Land Use Near the Site

In carrying out Superfund response actions, EPA typically considers the reasonably anticipated
future land use of a site in the remedy selection process.!

As illustrated on Figure 1, buildings currently on the former wood treating property south of 1-90
include the treatment building associated with the groundwater treatment system, ayard office
building, and an office building owned by IPC (not currently occupied). Property north of 1-90
that is part of the Site or near the Site includes residences, pasture, and a power substation
operated by NorthWestern Energy, which was constructed in the 1970s. As illustrated on Figure
1, some of the property north of 1-90 is owned by IPC including the “Pasture Area” and two
previous residences where groundwater wells were historically contaminated.

Figure 2 illustrates zoning in the vicinity of the Site based on information obtained from on-line
Geographic Information Systems (GIS) maintained by the City of Bozeman and Gallatin County.
Zoning considerations include the following:

e The existing zoning for the portion of the Site south of I-90 is manufacturing (the City of
Bozeman GIS further defines the zoning as “manufacturing and industrial””). Based on
discussions with the city officials, the planned future land use for the portion of the Site
south of 1-90 is industrial.

e North of 1-90, the “Pasture Area” owned by IPC and the adjacent substation owned by

1 See EPA’s 1995 Directive, "Land Use in the CERCLA Remedy Selection Process" (OSWER 9355.7-04).



NorthWestern Energy are zoned as manufacturing (the City of Bozeman GIS further
defines the zoning as “light manufacturing”).

e The remaining land between 1-90 and Rocky Creek in the immediate vicinity of the Site is
zoned for residential use. Groundwater is routinely sampled at some existing residences in
this area as part of the groundwater remedy.

A Notice of Institutional Controls was filed with Gallatin County by IPC on September 9, 2010
that restricts the use of the Site to mitigate the risk posed to the public health, safety, and welfare
and the environment. The institutional controls (ICs) restrict the present and future use of the
Site, including: 1) restrictions on new construction and excavation in designated portions of the
Site where treated soils were placed; and 2) restrictions on the use of groundwater and excavation
within the Controlled Groundwater Area (CGWA). The ICs are discussed in more detail in
subsequent sections of this review.

Figures 1 and 2 indicate the location of the future Story Mill Park, which is located near the
downgradient portion of the IPC groundwater plume. According to Craig Woolard (Director of
Public Works, City of Bozeman) the land for this park was purchased by the Trust for Public
Land; the Trust is in the process of selling the land to the City of Bozeman. The northern half of
the park is intended to be used for active recreation, included playing fields and some equipment.
The southern half of the park is intended to be a reconstructed wetland that will have some
walking trails. The park will receive storm water overflow from Bozeman Creek during high
flow events; a goal of the wetlands will be to improve the surface water quality (specifically
nitrate concentration) of the East Gallatin River via nutrient reduction.

Brief History of Facility Operations

This former wood treating facility began operations in 1945 using creosote as a preservative.
Creosote was replaced with pentachlorophenol (PCP) in carrier oil in 1952. The interstate
highway dividing the property was constructed between 1967 and 1969, while wood treating
operations were ongoing. There were ditches present during Site operations (illustrated on Figure
3), such as along L Street, along Cedar Street, and near the substation. These ditches ultimately
discharged north of I-90. An oily discharge was noted by DEQ in ditches near the Site and near
Rocky Creek in 1978. The facility was closed in 1997. EPA’s Record of Decision (ROD) also
indicated that surface soil in the Pasture Area north of I-90 was contaminated by shallow
groundwater transporting wood-treating fluid upward to the ground surface during high water
table years. The Remedial Investigation Report (MSE, Inc., March 1992) provides a more
extensive discussion of Site history and potential sources of contamination.



Facility operations circa 1968

Hydrogeologic Setting

The composition of the subsurface at the Site is relatively complex. According to the ROD, there
are several delineated stratigraphic intervals atthe Site, including a surficial clay horizon, an
intermediate silt horizon at 25 feet below ground surface (bgs), a silty clay horizon at 35 feet bgs,
and another silty clay horizon at 50 feet bgs. Intervening aquifers are composed of transmissive
sands and gravels, through which groundwater can travel horizontally. The ROD states that the
horizons are of variable thickness and permeability, and are generally continuous (but probably
not continuous over the entire Site). Most of the monitoring locations consist of clustered wells
screened at different depth intervals to address the presence of different horizons. Most clustered
wells are classified as “A” (shallower), “B” (intermediate) or “C” (deeper).

The Remedial Investigation (RI) concluded that there was some hydraulic connection between
these different intervals based on hydraulic testing results. Groundwater contamination has been
detected in all three intervals, further suggesting that the silty clay layers are not continuous
and/or are not sufficiently tight to prevent vertical contaminant migration.

Groundwater elevation at the Site is generally within 12 feet of ground surface. During periods
with high recharge, water levels reportedly reach ground surface. Potentiometric surface maps in
recent reports have been developed using water level measurements at shallow wells, and these
maps illustrate that groundwater consistently flows to the northeast throughout the year. A water
level map for the Site (produced by Hydrometrics, Inc.) for March 2014 is included in Attachment
5. Water levels are typically highest in the spring, but the general groundwater flow pattern is



similar throughout the year. There has not been detailed evaluation regarding where groundwater
flow direction is upward and where it is downward?.

The Remediation System Evaluation (RSE) (GeoTrans/Tetra Tech, February 2010) indicated that
previous pump testing conducted at one of the wells in the BFEG indicated a transmissivity of
approximately 23,000 gallons per day per foot (gpd/ft) which translates to 3,075 square feet per
day (ft2/d). Assuming sands and gravels comprise an approximate thickness of approximately 20
ft, the associated hydraulic conductivity of the sands and gravels would be approximately 150
ft/d. The RSE report provided the following calculation of groundwater velocity, using
approximate values of 0.011 for hydraulic gradient (based on water level maps) and 0.2 for
porosity (estimate for sand):

V =ki/n = 150 ft/d * 0.011/0.2 =8.25 ft/d * 365 d/yr = ~ 3000 ft/yr
This is an extremely fast groundwater velocity. The distance from the source of contaminants to
the approximate historical plume extent (i.e., Rocky Creek north of 1-90) is less than 2000 ft.

Thus, groundwater travel time from the source areas to Rocky Creek is expected to be less than
one year (though contaminant transport is expected to be slower due to retardation).

Site Contaminants

The contaminants of concern (COCs) at the Site are PCP, polynuclear aromatic hydrocarbons
(PAHS), polychlorinated dibenzo-p-dioxins and polychlorinated dibenzofurans (dioxins and
furans). The PCP was historically dissolved in a carrier fuel, PAHSs are typically associated with
fuels and can be used as indicator constituents for the carrier fuel. The primary groundwater COC
treated by the remedy is PCP, with sporadic detections of PAHSs that appear to be limited to the
source area of the plume. Plots illustrating the 2014 extent of PCP in groundwater, for “A” wells
(shallower) and “B wells (deeper) are included in Attachment 5.

Initial Response and Enforcement History

In 1978, the Montana Department of Fish, Wildlife and Parks notified the DEQ of a suspected
release of oily wood treating fluid from the facility. DEQ found evidence of a release in ditches
near the facility and near Rocky Creek. Consequently, DEQ issued a compliance order on
September 29, 1978, notifying IPC of statutory violations and directing the company to stop
uncontrolled releases and to clean up spilled treating fluid. To slow or eliminate movement of the
oily wood treating fluid through ground and surface water and into private wells, IPC installed
and operated an interceptor drain with a sump and an interceptor trench adjacent to 1-90.
Absorbent pads were used in the culverts and ditches to intercept and collect oily wood treating

2 Most water level maps and tables in Site documents only provide water level measurements in the shallowest
interval. Water levels measured in September 2014 were measured at all intervals, but were measured in different
wells on different days as part of water quality sampling activities. To adequately assess vertical head differences,
water levels should be measured over as shorta time as possible, as close in time as possible at adjacent wells, and
prior to all groundwatersampling activities.



fluid. Culverts under 1-90 were dammed to prevent runoff of contaminated surface water to Rocky
Creek.

In 1984, IPC conducted a remedial investigation without DEQ or EPA oversight to identify the
sources and extent of contamination at the Site. IPC drilled monitoring wells to collect
groundwater samples and also collected soil and surface water samples. DEQ and EPA concluded
that IPC's remedial investigation was not sufficient to identify contaminant sources and to
characterize the nature and extent of contamination.

EPA proposed the Site for the National Priorities List in 1984, and the listing was final in 1986,
making the Site eligible for federal funds for enforcement, investigation and remediation.

EPA issued general notice letters and information requests to the potentially responsible parties
(PRPS) in February 1988. The PRPs were IPC and Burlington Northern Santa Fe Railway
Company (BNSF). The PRPs responded with general information about their activities at the Site:
IPC described treatment plant operations and BNSF outlined historic railroad and roundhouse
activities. In June 1988, EPA issued special notice letters to IPC and BNSF to initiate Remedial
Investigation and Feasibility Study (RI/FS) negotiations between the PRPs, EPA, and DEQ.
Issuance of the special notice letters triggered a 60-day moratorium during which EPA would take
no action to proceed with the RI/FS. Both PRPs responded with good faith offers to conduct the
RI/FS and the moratorium was extended an additional 30 days. IPC prepared a draft RI/FS Work
Plan and offered comments on EPA's draft Administrative Order on Consent. BNSF assumed a
secondary role in the negotiations. Negotiations ended unsuccessfully in January 1989. In March
1989, DEQ requested and received the lead agency role for a Fund-financed RI/FS for the Site.
DEQ assumed the lead agency role through a cooperative agreement with EPA and began the
RI/FS following the EPA approved Work Plan and EPA guidance.

EPA’s selected remedy for the Site was documented in a ROD dated September 28, 1992. EPA
then initiated negotiations with the PRPs for implementation of the remedy, including Remedial
Design (RD) and Remedial Action (RA). These subsequent negotiations were unsuccessful and
EPA issued a Unilateral Administrative Order (UAO) on August 26, 1993, requiring that the
PRPs implement the RD/RA process. EPA became the lead oversight Agency for the PRP lead
RD/RA at that time.

IV. Remedial Actions

Remedy Objectives and Cleanup Levels

The ROD, which was signed in 1992, established one Operable Unit (OU) that included both soil
and groundwater remediation. The ROD did not expressly identify “Remedial Action
Objectives,” but those objectives can be discerned from the text. For instance, the “Cleanup
Levels” section of the ROD indicates the following:



The purpose of this response action is to control risks posed by direct contact,
ingestion and inhalation of soils and groundwater and to minimize migration of
contaminants to ground and surface water and air®. Concentrations of
contaminants in sediments, soils and groundwater remaining after Site cleanup
will correspond to lifetime cancer risks within the acceptable range of 1 x 10[-4]
to 1 x 10[-6]. The cleanup levels for compounds having noncarcinogenic effects
will result in a collective health hazard index below 1.0. Since no federal or state
chemical specific applicable or relevant and appropriate requirements (ARARS)
exist for soil or sediments, soil cleanup levels were determined through site
specific risk analysis. Groundwater cleanup levels were established at the final
Maximum Contaminant Level (MCL) for pentachlorophenol, benzo(a)pyrene and
2,3,7,8-TCDD(dioxin) and at proposed MCLs for other carcinogenic PAHs.*

Cleanup Levels

Table 13 of the ROD set forth Site cleanup levels for soil and groundwater, which are presented
in Table 2, below. “B2 PAHSs” refer to PAHSs that are probable carcinogens, and “Total D PAHS”
refer to PAHSs that are not classifiable with respect to cancer impacts.

Table 2: Cleanup Levels from Table 13 of the ROD

Constituent Cleanup Level Basis

PCP 48 Risk

Soil and Sediments Total B2 PAHs 15 Risk
(mg/kg) Total D PAHSs 145 Hazard quotient

TCDD TE* 0.001 Risk

PCP 1.0 MCL

B2 PAHSs:

Benzo(a)pyrene 0.2 MCL
Benz(a)anthracene 0.1 Proposed MCL
Benzo(b)fluoranthene 0.2 Proposed MCL
Groundwater Benzo(K)fluoranthene 0.2 Proposed MCL
(ng/L) Chrysene 0.2 Proposed MCL
Dibenz(a,h)anthracene 0.3 Proposed MCL
Indeno(1,2,3-CD)pyrene 0.4 Proposed MCL
D PAHSs 146 Hazard quotient

2,3,7,8-TCDD (Dioxin) 3.0 x 10° MCL

mg/kg = milligrams per kilogram,; ug/L = micrograms per liter
*refers to sum of toxicity equivalents for individual polychlorinated dibenzo-p-dioxins (PCDDs) and polychlorinated
dibenzofurans (PCDFs), expressed as concentration of 2,3,7,8-tetrachlorophenol dibenzo-p-dioxin (TCDD)

3 Evaluated with respect to inhalation of air entrained soil particles as part of the soil remedy.
4 EPA guidance says the 5 year review should include a review of any changes in ARAR standards, and a review of
potentially changed standards was done, and updated Montana MCLs are discussed on page 39-40, or thereabouts.



Summary of Remedy Selected in the 1992 ROD

The selected remedy included components for soil and groundwater treatment, plus ICs, as
described below:

e Soil components of the remedy selected in the ROD included:

0 Excavation and surface land biological treatment of approximately 19,000 cubic
yards of contaminated soils from: 1) the pasture area north of I-90; 2) the area
between Cedar Street and 1-90; and 3) the former roundhouse area (the location of
the former roundhouse is illustrated on Figure 3)

0 Hot water and steam flushing of soils underlying the pole plant facility and I1-90 in
order to recover hazardous substances

0 Separation and disposal of oily wood treating fluid extracted from soils

0 Closure of onsite treatment units in compliance with Resource Conservation and
Recovery Act (RCRA) Subtitle C

e Groundwater components of the remedy selected in the ROD included:

o0 Groundwater cleanup using groundwater extraction wells, biological treatment,
and return of treated water to the aquifer to enhance in-situ biological degradation
and to control potential migration of contaminants (groundwater cleanup was
estimated to take 10 to 15 years)

o Treatment of contaminated residential wells exceeding MCLs or risk based
concentrations, at the point of distribution, in addition to institutional controls
preventing new access to contaminated groundwater

0 Continued residential and groundwater monitoring
e |Cs identified in the “Institutional Controls” section of the ROD included:

o Fencing and posting of areas where active remediation is occurring to prevent
unauthorized access to contaminated media or to remedial action areas®

o0 Prevention of domestic or commercial water well drilling in the contaminated
groundwater plume area to prevent additional receptors of contaminated
groundwater or an expansion of the plume (dewatering was not explicitly
addressed in the ROD but all water use and development is prohibited, unless

5 Fences that restrict access to the Site are often included in the term Institutional Controls. Because fences are
physical barriers instead of administrative or legal measures, EPA does not considerthem to be ICs. Guidance issued
by EPA after the issuance of the ROD has specified that fences are considered engineering controls and not ICs.



authorized by EPA and DEQ, based on the CGWA that was ultimately
implemented)

Land use and deed restrictions for the closed land treatment units to preserve the
integrity of the closed land treatment units

ESDs (1996 and 1998)

There have been two Explanation of Significant Difference (ESD) documents amending the
remedy selected in the 1992 ROD:

e An ESD in 1996 included the following elements:

(0]

(o]

Removed the hot water and steam flushing component of the soil remedy
Clarified the areas of soil contamination to be excavated

Clarified how the land treatment unit (LTU) for soils would be dismantled
(eliminating the need for the RCRA cap specified in the ROD)

Described how treated soils would be disposed of on-Site (including the isolation
of any such soils containing dioxins/furans above ROD cleanup levels from
groundwater and from direct contact)

Changed the groundwater treatment process from biological treatment to granular
activated carbon (GAC)

Indicated that a first phase of the groundwater remedy would include the extraction
and treatment of groundwater on the south side of I-90 in the barkfill and pressure
plant areas, plus in-situ treatment of the dissolved plume (i.e., downgradient of
these extraction wells) by injection of treated groundwater...a second phase would
include modifications as necessary to achieve ROD goals, based on results of the
first phase

Identified that ambient temperature water would be used for flushing the area
beneath 1-90, rather than hot water or steam

A second ESD was issued in 1998 after active wood treating operations were terminated in 1997,
allowing areas that had previously been considered inaccessible for soil remediation to now be
remediated. This ESD specified that contaminated soils from all such areas be excavated and

treated.

Remedy Implementation and Status — Soil and Sediments

The Idaho Pole Co. began the soil excavation portion of the cleanup in 1995. The company dug
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up soils and constructed a land treatment unit. Contaminated soils were excavated from six areas
at the site: the Pressure Plant Area, beneath Cedar Street, the Barkfill Area, the Roundhouse Area,
the Cedar Street Ditch and the Pasture Area. In the summer of 1999, the company demolished and
disposed of structures, and excavated additional contaminated soil from underneath the
demolished structures. Approximately 24,000 cubic yards of contaminated soil were excavated
and placed in the LTU for treatment. Normal LTU operations continued through October 2000
and then ceased, when the ROD performance standards for PCP and PAHs were determined to
have been met. Two pits were then excavated on-site and the treated soil, along with the filter
sand from the LTU, was placed in each of the pits and covered with 12 inches of clean fill to
prevent direct contact.

el X
Aerial photo of the Site during the earl

-
y stages of soil excavation
The LTU was dismantled in 2002 once treated soils met the cleanup standards for PCP and PAHSs
established in the ROD. Treated soil with PAH and PCP concentrations below the soil cleanup
standards identified in the ROD were placed back on-site in specific disposal areas. However,
these soils also contain dioxin above the soil cleanup standards identified in the ROD; dioxin is
expected to adhere tightly to soil particles and not readily migrate or leach into groundwater or
surface water. The treated soil was placed above historic high groundwater levels and was
covered with 12 to 18 inches of clean soil to prevent direct human contact with treated soils. The
“Treated Soils Areas” are illustrated on Figure 4. All the construction requirements for treatment
of the soils at this site have been met as described in the Remedial Action Completion Report
dated December 23, 2002 and the second five-year review (September 2005).

A Notice of Institutional Controls was recorded in Gallatin County September 9, 2010 and
includes the following restrictions:

e Construction (other than surface paving, landscaping curbs, light standards, traffic signs
and greenways) is prohibited in the Treated Soil Areas, except as authorized by EPA and
DEQ or provided in the Remedial Action;
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e Excavation deeper than 12-inches is prohibited in the Treated Soil Areas, except as
provided in the Remedial Action;

e Excavation within the CGWA is prohibited without EPA and DEQ authorization; and

e Groundwater use or development within the CGWA (which presumably includes
dewatering) is prohibited, except as provided in the Remedial Action or authorized by
EPA and DEQ.

A Soil Management Plan was approved by EPA and DEQ in March, 2011. In the event that soils
within the Treated Soils Area (depicted on Figure 4) must be disturbed at or below 12 inches,
approval must be obtained from the EPA and the DEQ, and the approved Soil Management Plan
must be followed. Within the CGWA, no excavation shall be allowed where that excavation
reaches saturated soil or groundwater, except where requirements of CERCLA, as amended, 42
U.S.C. 89601, et seq.; CERCLA, as amended. Title 75, Chapter 10, Part 7 MCA, including
Section 75-10-727 MCA, and Title 85, Chapter 2, Part 5 MCA, including Sections 85-2-506 and
508, MCA; and the Occupational Safety and Health Administration, including Title 29 of the
Code of Federal Regulations Part 1910.120 et seq. are met. Authorization for those activities must
also be obtained from the EPA and DEQ, and the activities must comply with the Soil
Management Plan.

This soil remedy is considered complete although residual source material has been identified in

the bark-fill area that continues to impact groundwater. The status of the treated soils area is
considered within each five-year review.

Remedy Implementation and Status — Groundwater

“Phase 1” of the groundwater remedy began in February 1997. Pursuant to the 1996 ESD, “Phase
1” extracted and treated groundwater on the south side of 1-90in the barkfill and pressure plant
areas. It also provided in-situ treatment of dissolved contaminants in the groundwater plume
(downgradient of these extraction wells) by re-injection of treated groundwater. More
specifically, Phase 1 of the groundwater treatment operations consisted of two lines of extraction
wells and two lines of injection wells, all located on the south side (i.e., the upgradient side) of I-
90 (see Figure 1 for locations):

e The southernmost line of five extraction wells, referred to as the “pressure plant extraction
gallery” (PPEG), is located just downgradient of the pressure plant associated with
previous wood treating operations. The “pressure plant injection gallery” (PPIG) was
installed just south (i.e., upgradient) of the PPEG.

e The northernmost line of five extraction wells, referred to as the “barkfill extraction
gallery” (BFEG), is located closer to 1-90. The “barkfill injection gallery” (BFIG) was
installed just north (i.e., downgradient) of the BFEG.

Treated water was re-injected into the aquifer to promote flushing and in-situ bioremediation of
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contaminants. The 1996 ESD indicated that a second phase of the groundwater remedy would
include modifications of this remedy as necessary to achieve ROD goals, based on results of the
first phase.

“Phase 2” began in late 2009 and early 2010, when a series of modifications to the groundwater
remedy were implemented based on the results of “Phase 1.” These modifications resulted from
discussions during the 2007 long-term monitoring optimization Site visit, the 2009 RSE Site visit
and subsequent optimization recommendations in the Groundwater Monitoring Optimization
Report (GSI Environmental, May 2009) and the RSE report. The recommended modifications
included discontinuation of extraction from the PPEG, increased extraction at the BFEGS®, and
changes to the groundwater monitoring and performance monitoring programs. The
modifications were described more fully in the following letters:

o Approval letter regarding Request for Shutdown of Pressure Plant Extraction Wells
(EPA Region 8 and DEQ), November 17, 2009

o Approval letter regarding Request for Modifications to Groundwater Monitoring
(EPA Region 8 and DEQ), March 24, 2010

o Letter regarding Performance Monitoring Requirements for the Groundwater
Extraction/Injection System Modifications (EPA Region 8 and DEQ), March 26,
2010

The system has operated with extraction from only the BFEG during the last five years. Recent
comprehensive sampling results will be used to assess the effectiveness of this change in
operations. Figure 5 illustrates locations of monitoring wells at the Site.

An additional component of the groundwater remedy is an oil recovery interceptor trench located
on the north side (i.e., the downgradient side) of 1-90. Oily material has historically seeped into
this trench, depending on groundwater elevations, with removal via absorbent pads that are
disposed of in drums. This oily material is likely diesel, or similar oil, that was used as carrier oil
during facility operations and likely comes from contaminated soils beneath and/or north of the I-
90 (which could not be excavated during the soil remedy). It is unclear if this oily material
represents a continuing source of dissolved PCP contamination in groundwater. It is possible that
the reinjection of treated water upgradient of this trench augments the collection of the oily
material within the trench. The occurrence and volume of oil has diminished significantly in
recent years with only five absorbent pads collected from the trench in the second half of 2014.
The oil recovery interceptor trench will be closed in 2015 due to diminishing returns.

The third five-year review (September 2010) noted some ambiguity about the specific area where
groundwater cleanup levels are to be achieved. In several places the ROD appears to state that
the objective is to attain cleanup goals in an “attainment area” north of 1-90, rather than over the

6 As detailed in the “Data Review” section, the increased extraction at the BFEG was not fully realized until mid-
2014 when extraction pumps with higher horsepower were implemented.
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entire Site, but “attainment area” is not clearly defined. Examples of such statements, extracted
from the ROD text, include the following:

e “Reduction of contaminant levels in groundwater within the attainment area to cleanup
levels identified in Table 13; the attainment area is the contaminated groundwater aquifer
bounded by Rocky Creek, Bozeman Creek and 1-90” (from “Performance Standards”
section of ROD).

e “For groundwater, compliance with remediation levels must be achieved throughout the
contaminated groundwater plume, located downgradient of 1-90, extending to Rocky
Creek” (from the “Points of Compliance” section of the ROD).

It is not clear whether the ROD attempted to differentiate cleanup objectives for groundwater
north of 1-90 versus south of 1-90. The two subsequent ESDs do not provide any further
clarification of this issue. EPA guidance indicates that cleanup levels generally should be met
throughout the groundwater plume.

Remedy Implementation and Status — Institutional Controls (ICs)

The status of ICs implemented for this remedy is considered within each five-year review, and is
summarized below.

ICs Related to Soils

IPC filed a Notice of Institutional Controls with the Gallatin County Clerk and Recorder on
September 9, 2010, certifying completion of the soil component of the remedy and establishing
permanent land use restrictions for certain portions of the facility property (see Attachment 8).
The Notice of Institutional Controls is recorded with the County to ensure that the current owners
are bound to the restrictions, and it also includes a notice clause such that all future successors or
assignees to any portion of the property will likewise be aware of the restrictions and bound to the
restrictions.

The intent of the land use restrictions (ICs) is to ensure the permanent preservation and
maintenance of remedial structures, including the Treated Soil Area cover, that are required to
minimize potential for human exposure to contaminated soil and to protect the integrity of the
remedy. The ICs restrict construction and excavation within the Treated Soil Area. In the event
that soils within the Treated Soils Area (depicted on Figure 4) will be disturbed at or below 12
inches, the ICs require approval from the EPA and the DEQ and require compliance with the Soil
Management Plan @approved by EPA and DEQ March, 2011).

The ICs also identify that no excavation shall be allowed within the CGWA where that excavation
reaches saturated soil or groundwater, unless authorization is obtained from the EPA and DEQ
and the work must comply with the Soil Management Plan.

Since the Soil Management Plan was approved by the Agencies in 2011, there have been four
instances where the plan was activated. Three of these instances are briefly discussed below; a
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fourth, which pertains to NWE activities to replace the existing natural gas distribution through
the northern edge of the CGWA, included PCP sampling at 11 temporary wells and is discussed
in Section VI.

Montana Department of Transportation — Construction Dewatering Associated with Seismic
Retrofit of 1-90 “L" Street Bridge Footings

The Montana Department of Transportation (MDT) contacted the Agencies in 2012 about a
contract it was about to issue for seismic retrofit of the 1-90 bridge footings. While the proposed
work was outside the western boundary of the CGWA, several weeks of dewatering were
anticipated which had the potential to draw the plume westward. MDT conducted a drawdown
analysis for 55 gallons per minute which showed minimal influence on nearby monitoring wells.
The Agencies allowed the work to proceed since the nearby monitoring wells historically had
detections of PCP below the cleanup standard. The seismic retrofit was successfully completed in
2013 with no impacts to the groundwater plume.

Northwestern Energy (NWE) Installation of Seven Concrete Footings at the East Gallatin Auto
Substation

NWE requested approval from the Agencies in 2014 for the installation of seven concrete footing
structures at the East Gallatin Auto Substation. Installation of these concrete structures was
determined to be necessary to maintain system efficiency and satisfy increasing electrical demand
in the area.

Prior to developing a soils and groundwater management plan, NWE excavated test pits to the
depth of the proposed footing and collected soil and groundwater samples. While the soil results
were below laboratory detection, groundwater results for PCP were above cleanup levels which
required a groundwater management plan.

The alternate footing structure design for the seven foundations were NWE’s standard two and
one half foot diameter auger foundation (caisson foundation) drilled to a depth of nine feet below
ground surface. After drilling to the specified depth, reinforcing steel was placed in the
excavation. Concrete was then pumped by a pump truck equipped with a tremie pipe which was
used to place concrete below the water table.

Since there was the potential for groundwater to be displaced to the surrounding area when the
volume of concrete reached the top of the caisson during footing construction, temporary berms
were constructed to ensure that any displaced groundwater was retained within the current
footprint of the substation during concrete placement. Water was collected in these berms and
allowed to percolate back into the subsurface.

NWE Installation of a 45 Foot Utility Pole and approximately 150 feet of Buried Electrical Cable
and Conduit near the East Gallatin Auto Substation

During the weekend of September 6, 2014, NWE was alerted to a problem with an electrical
circuit at the East Gallatin Auto Substation. The cause was determined to be the failure of an
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underground get away cable. Soil and groundwater samples taken previously to support the
concrete footing installed at the substation were used as the basis for determining what mitigation
measures were required for the utility pole and buried cable installation. NWE provided
calculations showing that the amount of water displaced by installing the utility pole would be
less than the volume of annular space between the pole and excavation walls and no additional
measures were required by the Agencies. Because of the large number of buried features near the
substation, excavation of the first 30 feet for the buried cable and conduit was done by
hydroexcavation and spoils were collected using a hydrovac. A holding pit was constructed on
NWE property to allow for disposal of the spoils and percolation of water back into the alluvial
aquifer. The pit was covered back up upon completion of the construction. The remaining 120
lineal feet was excavated by open trench excavation and no dewatering was necessary.

ICs Related to Groundwater

A CGWA designation was issued by the Montana Division of Natural Resources (Decision 41H-
114172) in 2001 pursuant to Section 85-2-506 and 508, Montana Code Annotated as amended.
The Gallatin City-County Board of Health was the petitioner for the CGWA designation. This
CGWA restricts use of groundwater within the CGWA for any purpose, except as provided in the
RA or as otherwise authorized by EPA and DEQ. The CGWA process allows for a description of
the restrictions, and the restriction provided reads as follows: “No new wells within CGWA
except for remedial action activities. Complete restriction of groundwater use within the area
except for remedial activities.” The CGWA does not distinguish between shallow and deeper
groundwater. The extent of the CGWA is included in the Notice of Institutional Controls
(Attachment 8).

The CGWA incorporates all the IPC property to the south of 1-90 and establishes a buffer zone
around the plume. The buffer zone was determined using model simulations to determine how far
away a supply well must be from the 1 microgram per liter (ug/L) PCP contour to avoid capturing
or otherwise altering the plume of contaminated groundwater. The RSE report noted that the
current CGWA would prohibit use of wells that have substantially lower extraction rates than 500
gallons per minute (gpm), including additional or replacement supply wells for some local
residences that might have an average extraction rate of under 10 gpm. In light of this, the
CGWA restriction may be over-protective under certain circumstances. Amendments to the
CGWA to allow additional wells could potentially be considered if it can be shown that the
placement and extraction rates of such wells will not draw from or alter the direction or extent of
the plume of contaminated groundwater subject to the CGWA.

The third five-year review (September 2010) also noted that the CGWA may be overly restrictive
by including all of the IPC property south of 1-90. All of IPC property south of 1-90 (41.40 acres)
was originally included within the CGWA boundary as an additional step to protect groundwater
under the Site because the LTU and retention pond were in use for remediation of contaminated
soil on Site. Although the groundwater beneath the LTU was monitored and historically was
“non-detect” for PCP, it was determined that the entire property south of 1-90 should be included
as a protective measure. As indicated in letters from the Gallatin City-County Board of Health
(July 3, 2012) included in Attachment 2, EPA proposed shrinking the CGWA extent in 2011, but
the Board of Health as the petitioner of the CGWA designation did not concur due to their
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concerns regarding carrier oils, and no further actions have occurred in that regard. The Petitioner,
the Gallatin City Board of Health requested characterization of the nature and extent of carrier oll
in the subsurface at and downgradient of the Site before the Board will agree with reducing the
extent of the CGWA.

It was noted during the third five-year review (September 2010) that the down-gradient extent of
the CGWA may not fully account for the potential for water impacted with dissolved phase PCP
to be transported in the groundwater for some distance parallel to Rocky Creek before it
discharges to Rocky Creek. Additional groundwater characterization around Rocky Creek and
downgradient of the CGWA boundary was conducted in the subsequent five years to better
understand the potential for significant transport of impacted groundwater in the downgradient
portion of the plume beyond the CGWA. These data are discussed in more detail in the “Data
Review” section of this five-year review.

Estimated Annual Operations and Maintenance (O&M) Costs

At the time of the Site visit for the third five-year review, the Site team estimated the overall
system costs for O&M on the order of $195,000 per year using the following approximate costs
for specific activities (Table 3).

Table 3: Annual System Operations/O&M Costs

Item Description Approximate Annual Cost
Routine Project Management $ 24,000
O&M Labor $ 50,000
Electricity $ 12,000
Supplies, well maintenance subcontractor, and parts $ 25,000
Groundwater monitoring $9,000
Reporting $30,000
Analytical costs $40,000
Waste Disposal $ 5,000
Total Estimated Annual Cost | $195,000

The Site team indicated during the five-year review Site visit in November 2014 that the recent
annual costs are generally similar to those estimated in the previous five-year review (Table 3).

V. ProgressSincethelLast Five-Year Review
This is the fourth five-year review conducted for the Site. This section presents the conclusions of

the previous five-year review (September 2010) and summarizes progress addressing
recommendations from that review.
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Protectiveness Statement from the Previous (Third) Five-Year Review

The protectiveness statement from the third five-year review (September 2010) “summary form”
stated the following:

The five-year review of the remedial actions for OUO1 at the Idaho Pole Company Site
has resulted in the determination that the remedial actions are protective of human health
and the environment in the short term. The Site needs proprietary ICs, further plume
delineation, and a monitoring plan update before the Site is determined to be protective of
human health and the environment in the long term.

Section X (Protectiveness Statements) from the third five-year review added the following:

The remedy at the soils component of OUO1 currently protects human health and the
environment because soils have been treated to ROD standards and placed back on Site
with a protective cover of clean soil placed over these treated soils. However, in order for
the remedy to be protective in the long-term, proprietary institutional controls need to be
implemented and the preliminary remediation goals in soil for dioxin need to be finalized.

The remedy at the groundwater component OUOQ1 is also currently protective of human
health and the environment. The groundwater treatment system has relatively low influent
concentrations, and the groundwater cleanup levels are achieved in the treatment system
effluent. Groundwater concentrations of PCP have declined over time, presumably due to
remedial actions to date (source removal, P&T, and potential in-situ biodegradation).
However, the RSE concluded that there may be a continuing source of dissolved PCP,
causing the persistence of PCP impacts north of I1-90. Higher concentrations of PCP were
also detected at some deeper screened monitoring wells that were specially sampled in
Fall 2009 to provide information for this five-year review (i.e., those wells were not
sampled regularly prior to Fall 2009). Modifications to the extraction galleries and
monitoring well network were implemented and six deeper-screened monitoring wells (9-
B, 16-B, 24-B, 26-B, 27-B and GM-5) are now being monitored semi-annually. The
Sampling and Analysis Plan will also be revised to determine an appropriate statistical
test for determining when this portion of the Site is considered clean. A long-term
protectiveness determination will be evaluated as part of the next five-year review.

Because the remedial actions at the soils and groundwater components of OUQ1 are

protective in the short-term, the Site is protective of human health and the environment in
the short-term.

Status of Recommendations from the Previous (Third) Five-Year Review

Section IX (Recommendations) from the third five-year review included three recommendations,
which are listed in Table 4 along with a summary of actions taken.
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Table 4: Actions Taken Since the Last Five-Year Review

Recommendation Party Status/Action Taken Since Previous Milestone .
. . . ; Still an Issue?
from Previous Review | Responsible Review Date
EPA Region 8 proposed potential
Evaluate potential for EPA, DEQ, reductions in the CGWA extent in
uate p . IPC, Gallatin 2011, Gallatin City-County Board of Completed 1
reducing some portions . No®)
of the CGWA County Board | Health did not concur, and no further 7/3/12
of Health efforts to reduce the CGWA extent
have been made.
Significant investigation of th r Partially
Update the ignificant investigation of the source completed,
Groundwater IPC, EPA, area and semiannual sampling of remainder to be Yes®
DEQ downgradient monitoring wells in the
Conceptual Model «B” interval has occurred completed by
' 9/30/2017
File the proprietary IC Notice of ICs filed with Gallatin
with Gallatin County IPC
Clerk and Recorder and County on September 9, 2010, and Completed, NoO
the related Soil Management Plan 9/9/10

provide a copy to the
Agencies

was completed in March 2011.

(1) The potential reduction in CGWA extent was not raised as an ongoing issue in the current five-year review.
However, the Board of Health’s objection to the requestin 2011 pertained to their concernsregarding the
potential extent of hydrocarbons (carrier oil) in the subsurface, and the Board of Health continues to express

those concerns.

(2) The recent characterization confirmed remaining source material south ofthe BFEG, and confirmed declining
PCP concentration trends in the downgradientmonitoring wellsinthe B interval. A remainingissue isthe
potential presence of residual source material north of the BFEG, including the area between the BFEG and |-90.

More details regarding the status of the conceptual model refinement are provided in the “Data
Review” section of this five-year review.

VI.

Five-Year Review Process

This fourth five-year review for the Site has been conducted in compliance with EPA’s
Comprehensive Five-Year Review Guidance dated June 2001 (EPA, 2001). This review was
performed primarily by (or with the assistance of) the following team members:

e Roger Hoogerheide, Remedial Project Manager, EPA
e Lisa DeWitt, Project Officer, DEQ
e Rob Greenwald, Hydrogeologist, Tetra Tech (contractor to DEQ)

e Jennifer Abrahams, Hydrogeologist, Tetra Tech (contractor to DEQ)

e Les Lonning, contractor representing IPC

e Rebecca Fabich, Treatment Plant Manager (contractor to IPC)

e Heidi Kaiser, Geologist, Hydrometrics, Inc. (contractor to IPC)

e David Smith, Manager Environmental Remediation, BNSF

e Alan Stine, Olympus Technical Services (contractor to BNSF)

19




The review process included a Site inspection, interviews with relevant parties, and a review of
the applicable Site records and data. These items are discussed in more detail below.

Administrative Components

EPA Region 8 is the lead agency for this five-year review. The Five-Year Review report was
primarily prepared by Tetra Tech under contract to DEQ. A Site visit for the five-year review
was conducted on November 5, 2014,

Site Inspection

Individuals that participated in the Site visit on November 5, 2014 are listed on Table 5. A
completed Site inspection checklist is provided in Attachment 1. On the basis of this inspection
EPA concluded that the Site is well maintained. No issues were raised with respect to Site
operations. The condition of the groundwater treatment system components and monitoring
wells, availability of documents such as the O&M Manual and As-Built Drawings, Site security,
and other aspects of the Site are detailed on the five-year review checklist.

Table 5: Individuals Present for Site Visit

Name Affiliation
Lisa DeWitt DEQ
Roger Hoogerheide EPA Region 8
Rob Greenwald Tetra Tech
Jennifer Abrahams Tetra Tech.
Rebecca Fabich Contractor to IPC (Plant Manager)
Heidi Kaiser Hydrometrics
Dave Smith BNSF
Alan Stine Olympus Technical Services

The water treatment plant is located inside a metal building that is kept locked when the operator
is not at the Site. The water treatment plant is located inside a fenced, lockable enclosure. The
interceptor trench located north of 1-90is also located inside a fenced, lockable enclosure. No
damage to any of the fences or the water treatment plant building was noted during the inspection.
All monitoring wells are capped and locked and no damage was noted.

The Treated Soils Area is not fenced but is capped and revegetated. There were no visible signs
of erosion. There was no evidence of trespassing at the IPC Site south of 1-90 although the Site
operator provided anecdotal information that transient (homeless) people have been known to try
and break into the offices and have occasionally camped on IPC property north of I-90.
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Community Notification and Involvement (Including Interviews)

Public notices announcing the beginning of the fourth five-year review were published in the
Bozeman Daily Chronicle on three dates: November 2, 2014; November 4, 2014; and November
7, 2014 (included in Attachment 4). Upon final concurrence, this report will be placed in the
information repositories for the Site. Once this report is approved, a fact sheet will be distributed
to the residences within one-mile of the Site discussing the findings of the five-year review and
announcing the availability of the fourth Five-Year Review report at the information repositories.
A public notice will also be published in the Bozeman Daily Chronicle announcing the
completion of the Five Year Review and its findings. Site repositories are the Bozeman Public
Library (220 East Lamme Street, Bozeman, Montana 59715) and the U.S. EPA Montana Office
(Federal Building, Suite 3200, 10 West 15th Street, Helena, Montana 59626). The report will also
be placed on EPA’s website and a link to this website will be placed on Gallatin County Water
District’s website.

Interviews were primarily conducted by the following people:

e Jennifer Abrahams, Hydrogeologist, Tetra Tech
e Rob Greenwald, Hydrogeologist, Tetra Tech

The following individuals were interviewed and represent a mixture of people directly associated
with the Site, nearby residents, and public officials:

e Heidi Kaiser. Consultant for IPC

e Alan Stine, Consultant for BNSF

e David Smith, Manager Environmental Remediation, BNSF

e Les Lonning, Consultant for McFarland Cascade Pole and Lumber Company (IPC)

e Rebecca Fabich, Treatment Plant Manager (contractor for IPC)

e Chris Mehl, Bozeman City Commissioner

e Mary Gail Sullivan, Manager Environmental Permitting and Compliance, NorthWestern
Energy

e Ben Sorensen, Environmental Engineer, NorthWestern Energy
e Tim Roark, Environmental Health Director, Gallatin City — County Health Department

e Brit Fontenot, Director of Economic Development and Community Relations, City of
Bozeman

e Gretchen Rupp, Gallatin City-County Board of Health

e Tammy Swinney, Manager, Gallatin Local Water Quality District
e Jake, Georgia, Tracey, Rhoda, Steve, and Ashley Kroon, Residents
e Craig Woolard, Director of Public Works, City of Bozeman
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e Rick Hixson, City Engineer, City of Bozeman

e Mitch Overton, Parks & Recreation Director, City of Bozeman

Interview forms are included as Attachment 3, and information obtained during the interviews is
briefly summarized below.

Heidi Kaiser and Alan Stine (Consultants for IPC and BNSF, respectively) said the Site
remediation is going well. The Responsible Parties are actively trying to achieve treatment
standards and are evaluating additional methods to remediate the residual impacts. They thought
the Site activities have had minimal impacts on the surrounding community and have had a
positive effect shrinking the plume. They are aware that the Health Department is concerned
regarding the release of hydrocarbons at the Site and the potential for hydrocarbon migration to
Rocky Creek.

David Smith (Manager Environmental Remediation, BNSF) said the remediation is progressing
very well and it may be possible to turn off the P&T system in the future. He thought the progress
of the Site remediation was largely due to the positive communication between the Responsible
Parties and the regulators. The good working relationships have led to a successful project.

Les Lonning (Consultant for McFarland Cascade Pole and Lumber Company) said the project is
progressing nicely and seems to be headed in the right direction to ultimately get the Site off the
National Priorities List (NPL). The expansion of NorthWestern Energy’s (NWE) existing
substation has led to some community concerns. NWE contacted IPC asking for an agreement to
develop/add to the substation. Additionally, NWE has installed some temporary wells to support
the replacement of a natural gas transmission line. 1PC would like to get the Site back into useful
production; IPC is looking for alternatives to accelerate remediation of the residual groundwater
impacts.

Rebecca Fabich (contractor for IPC) said that the Responsible Parties are proactive and have
tried to accelerate the progress of remediation at the Site. This Site has minimal effect on the
community. The neighbors on the north side of 1-90 are happy there is no active manufacturing at
the Site but are concerned that the Site will be sold and resume manufacturing. The neighbors are
not concerned with contamination at the Site.

Chris Mehl (Bozeman City Commissioner) thought the Site is unused and under-utilized. With
the exception of the nearby neighbors, the public are unaware of this Site. He said the public do
not know or understand the extent of groundwater contamination at and downgradient of the Site
and that the public do not trust the documentation of the extent of contamination at the Site, due
to poor communication regarding contamination at other sites infaround Bozeman. He
emphasized that the distrust is not due to any actions by the Responsible Parties or governmental
agencies at the Site.

Mary Gail Sullivan and Ben Sorensen (Manager Environmental Permitting and Compliance

and Environmental Engineer, respectively, for NorthWestern Energy) stated the cleanup activities
have been effective, but there are residual sources that impact NWE operations at both the
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existing substation location and the location of a replacement gas transmission line. NWE thinks
that IPC should be responsible for completely delineating the contamination at the northern end of
the groundwater plume. They said the surrounding community is upset due to consequences
resulting from the CGWA. NWE needs to replace an 83-year old gas transmission line present in
the CGWA. Normally, NWE would use the same right-of-way for the new transmission line, but
the requirements associated with the CGWA have NWE looking for an alternative transmission
line location. The local landowners, however, are not granting access to NWE for the alternate
line location outside of the CGWA. NWE is concerned that NWE projects take longer, cost more,
and are more difficult to implement due to the IPC contamination that resulted in the CGWA.
NWE thinks that IPC should enter into a cost sharing arrangement with NWE that results in IPC
paying the “extra” costs associated with work performed within the CGWA. Otherwise, the NWE
customers are burdened with paying the extra costs.

Tim Roark (Environmental Health Director, Gallatin City-County Health Department) said the
remediation at the Site has progressed well, but has recently stalled. Originally IPC bought the
surrounding private properties, which limited the impacts to the community. Recently NWE has
been working on their gas transmission line replacement which has rekindled local interest in the
IPC site (due to the effects of the CGWA). He noted that neither NWE nor the local community
have contacted the Health Department regarding the gas transmission line replacement. He
suggested that presenting data collected to date (with an interpretation of the data) would help
develop a better relationship (and trust) between the Board of Health and IPC. He indicated that
the Board of Health has not received a response from either EPA or DEQ regarding July 3, 2012
letters identifying concerns about the hydrocarbons (carrier oil) released at the Site.

Brit Fontenot (Director of Economic Development and Community Relations, City of Bozeman)
indicated that the Site has significant potential for redevelopment, as it is in an area designated for
the heaviest manufacturing zoning. The Site needs infrastructure to support redevelopment, e.g.,
water and sewer pipes need to be extended to the Site. Since the Site is zoned industrial, the City
thinks that redevelopment is a viable option that will not be deterred by the presence of
contaminated groundwater. If IPC approached him and explained the current remediation status
and what Site restrictions are required, he indicated he could perhaps help IPC sell the property.

Gretchen Rupp (Gallatin City-County Board of Health) is disappointed that this is the fourth
decade of the Site remaining on the NPL and that remediation is not complete. She qualified this
by saying that it is good that the soils remediation is complete. She believes the remedy has been
effective for the soils, but the groundwater remediation of pentachlorophenol at the smear
zone/vadose zone has not been very effective. She is dissatisfied with the characterization and
remediation of hydrocarbons. The Board of Health wrote two letters in July 2012 expressing
concern about the release of hydrocarbons at the Site and the lack of characterization or
remediation of the hydrocarbons. She indicated that no response was received from DEQ, and the
EPA merely stated that CERCLA does not address hydrocarbons. The Gallatin City-County
Board of Health requested characterization of the nature and extent of carrier oil in the subsurface
at and downgradient of the Site before the Board will concur with reducing the extent of the
CGWA. This approval will not be provided until the hydrocarbons are addressed. She said
hydrocarbons have not been analyzed in groundwater for the past 10 to 20 years. She suggested
sampling/analyzing the groundwater for hydrocarbons one time, and presenting the information to
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the Board of Health.

Tammy Swinney (Manager Gallatin Local Water Quality District) said it has taken a long time to
get to this stage of the Site remediation. She is encouraged that IPC performed a pilot program
this summer/fall to address residual pentachlorophenol contamination. She thinks the remedy has
been effective for the soils, the ICs are effective, and the P&T system is effective remediating
pentachlorophenol in groundwater. She feels that characterization and remediation of the carrier
oil (hydrocarbons) has not been performed.

Jake, Georgia, Tracey, Rhoda, Steve, and Ashley Kroon (Residents) are not bothered by the
Site activities, their concern is whether pentachlorophenol is present in their private well and
whether the groundwater plume from the IPC site will have a negative impact on the value of
their property. IPC’s consultant sends the Kroons copies of the analytical results for the annual
samples collected from their private well. The Kroons are concerned about the samples collected
at their well in 1989 that were reported to have no pentachlorophenol detected, but with a
reporting limit of 50 ug/L, which is 50 times greater than the MCL. The CGWA has impacted
where NWE is considering to locate a replacement gas transmission line, which may be moved
outside the CGWA. Eleven temporary monitoring wells were installed by NWE to assess impacts
at potential locations for the replacement line; three of the wells are on the Kroon’s property. In
the spring of 2014, 0.9 ug/L pentachlorophenol was detected in one of the wells (not on their
property). The Kroons have requested copies of the second set of analytical results from these
wells. The Kroons are concerned about the NWE replacement of the gas transmission line, since
NWE has an easement across the Kroons property. The Kroons are concerned that installing a
new trench for the replacement line could create a future conduit for groundwater contamination.
If the new gas line is installed in the same location as the current line, the new gas line will be
installed under Rocky Creek; the Kroons are concerned that this may compromise the confining
clay layer under the creek, which could result in mobilizing groundwater contamination. The
Kroons also expressed concern regarding the creation of Story Mill Park and the impact the new
park may have on the surface water hydrology.

Craig Woolard (Director of Public Works, City of Bozeman) thinks the Site remediation is going
well. The Site is still undeveloped; he believes this is partly due to its status as a Superfund site
and partly due to the need to extend utilities (water, sewer, power, etc.) to the Site. He is
concerned that residual contamination at the Site may inhibit redevelopment. He described the
City’s plans for Story Mill Park (originally identified by Ashley Kroon). The land for this park,
near the downgradient portion of the IPC groundwater plume, was purchased by the Trust for
Public Land; the Trust is in the process of selling the land to the City of Bozeman. The northern
half of the park is intended to be used for active recreation, including playing fields and some
equipment. The southern half of the park is intended to be a reconstructed wetland that will have
some walking trails. The park will receive storm water overflow from Bozeman Creek during
high flow events; a goal of the wetlands will be to improve the surface water quality (specifically
nitrate concentration) of the East Gallatin River via nutrient reduction. The City does not
anticipate that the reconstruction of wetlands will substantively change the surface water
hydrology or the groundwater flow in this area.

Rick Hixson (City Engineer, City of Bozeman) said the Site remediation process has been very
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long-lived. It has taken a long time from when the problem was identified at the Site to obtaining
resolution. This has resulted in a portion of town being off-limits from improvements and
development. He sees the future of the Site including someone having a development proposal
that triggers active involvement by the City. He stated that the lack of existing infrastructure at
the Site has played a larger role impeding development at the Site than the stigma of being a
Superfund Site.

Mitch Overton (Parks & Recreation Director, City of Bozeman) said the wood treating processes
at the Site resulted in soil contamination, the chemicals in soil leached into groundwater, and that
still needs to be monitored and remediated. The Site remediation activities, including monitoring,
have had mostly positive effects on the community. He indicated that some individual residents at
the downgradient edge of the plume have expressed concerns regarding the potential impact the
groundwater contamination may have relative to the value of their property.

Several common themes were identified during the community interviews, including the
following:

e Several individuals suggested a need for improved communication regarding the Site,
though they also generally indicated that EPA and DEQ are very responsive when asked
to provide information or updates, and several of the individuals interviewed were present
at a briefing presented by EPA Region 8, DEQ, and IPC representatives in June 2014 (to
the County Health Board and Water Quality Board) and indicated they were appreciative
of that update.

e There is general recognition that the groundwater remedy continues to reduce the size of
the pentachlorophenol plume, and there is potential that the groundwater extraction and
treatment system may be turned off in the future, particularly if in-situ treatment of the
source area (currently being evaluated) is successful.

e The ROD identified that as much as 300,000 gallons of carrier fluid may have spilled at
the Site. Several City and County staff expressed concern that the potential extent of
hydrocarbon impacts has not been characterized. This is discussed in more detail in the
“Data Review” section.

e Several individuals suggested that the Site is appropriately located for future industrial or
manufacturing, but additional infrastructure (water, electricity, sewer, etc.) near the Site
will be required to support redevelopment at the Site. This is not specifically related to the
remedy at the Site, but Site development is a concern of public officials that would
encourage Site development, and is also a concern of nearby residents that generally
prefer the Site not be developed for industrial use.

e The impact of the CGWA on NWE plans to replace a transmission line was noted by
several individuals.
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Some residents are concerned that the redirection of surface water associated with Story
Mill Park may impact the surface water hydrology and/or groundwater flow in the area
that may result in degradation of surface water and/or groundwater.

Document Review

The following Site-specific documents’” were reviewed:

Proposed In-situ Enhanced Aerobic Degradation Pilot Study Work Plan Amendment —
Barkfill Area Investigation (Hydrometrics, Inc.), July 2014

Proposed In-Situ Enhanced Aerobic Degradation Pilot Study Work Plan (Hydrometrics,
Inc. and Olympus Technical Services, Inc.), May 2014

Temporary Monitoring Well Installation Data Summary Report (Pioneer Technical
Services, Inc.), April 2014

2013 Groundwater Assessment Report (Hydrometrics, Inc.), March 2014

Final Temporary Monitoring Well Installation Work Plan (NorthWestern Energy, January
2014)

Draft - 5A Investigation Interim Report Supplement - September 2013 Sampling Results
(Hydrometrics, Inc.), November 2013

Interim Report 5A Area Investigation (Hydrometrics, Inc.), August 2013
Draft Investigation Workplan — Well 5-A Area (Hydrometrics, Inc.), July 2013
2012 Groundwater Assessment Report (Hydrometrics, Inc.), April 2013
Phase Il Investigation Report, L Street Property (Tetra Tech, October 2012)

Letters from Gallatin City-County Board of Health Regarding Extent of the Controlled
Groundwater Area, July 3, 2012

Soil Management Plan (Hydrometrics, Inc.), March 2011
Third Five-Year Review (EPA Region 8), September 20, 2010

Notice of Institutional Controls (Idaho Pole Company), Filed with Gallatin County on
September 9, 2010

7 Other more general documents not specifically associated with this Site are included in the “References” section of
this five-year review.
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o Letter regarding Performance Monitoring Requirements for the Groundwater
Extraction/Injection System Modifications (EPA Region 8 and DEQ), March 26, 2010

o Approval letter regarding Request for Modifications to Groundwater Monitoring (EPA
Region 8 and DEQ), March 24, 2010

e Remediation System Evaluation (GeoTrans/Tetra Tech), February 2010

o Approval letter regarding Request for Shutdown of Pressure Plant Extraction Wells (EPA
Region 8 and DEQ), November 17, 2009

e Groundwater Monitoring Network Optimization, Draft Final (GSI Environmental), May
2009

e Technical Assistance for Idaho Pole Site (GeoTrans, Inc.), January 2009
¢ Remedial Action Completion Report (RETEC Group, Inc.), December 2002

e Petition for Controlled Groundwater Area to the Department of Groundwater Resources
and Conservation, September 2000

e Explanation of Significant Differences (EPA Region 8), November 1998

o Superfund Preliminary Site Close Out Report (EPA Region 8), March 1998
o Explanation of Significant Differences (EPA Region 8), May 1996

e Record of Decision (Montana DEQ and EPA Region 8), September 1992

e Remedial Investigation Report (MSE, Inc.), March 1992

Other information that was provided by the Site team in the form of spreadsheet files, and various
figures that were provided in PDF format, were also reviewed.

Data Review

Treatment Plant Influent and Effluent Concentrations

During the last five years there has been no extraction from the PPEG, such that all water has
been extracted from the BFEG. The influent PCP concentration has declined from approximately
20 pg/L in 2009 and 2010 to less than 10 pg/L in 2013 and 2014. Data provided by the Site team
indicate that the GAC units in the treatment plant effectively remove PCP such that effluent PCP
concentrations are below detection (the detection limit is typically 0.5 pg/L and the treatment
standard is 1 pg/L). It is noted that Site report tables often use “ND” to indicate a “non-detect”
result, and future tables should indicate non-detects in a manner that indicates the detection limits
explicitly such as “<0.5” or “0.5 U.”
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Beginning in September 2014, only one carbon unit has been treating water. Prior to September
2014, the carbon units were set up with GAC-502 (PVC-2) as the lead vessel and GAC-501 (PV-
1) as the lag vessel. Based on the low levels of influent PCP, IPC requested the use of only one
vessel, PV-1 (the former lag vessel and the one with the newer carbon) in order to eliminate back-
pressure and the need for back flushing until the carbon can be changed. EPA approved IPC’s
request via email on September 4, 2014. Analytical results collected since this change indicate
the one GAC unit is adequately treating the recovered groundwater.

Extraction and Injection Rates

The letter regarding Performance Monitoring Requirements for the Groundwater
Extraction/Injection System Modifications (EPA Region 8 and DEQ, March 26, 2010) stipulated
that a target rate of 100 gpm at the BFEG be maintained as long as the PPEG is not operating,
representing an increase from the BFEG extraction rate prior to the PPEG shutdown. The higher
flow rate of 100 gpm was intended to improve the extent of capture at the BFEG to eliminate
potential gaps in capture that were previously suspected. However, based on data in Site
documents and an interview with the treatment plant operator, the total BFEG extraction rate was
typically 55 gpm to 60 from late-2010 through mid-2014. The plant operator reported that the
BFEG extraction pumps (BFEG-2 to BFEG-5) were upgraded from 0.75 horsepower to 1.5
horsepower in June 2014, allowing for the higher flow rates of approximately 105 gpm total in
late 2014 with approximately 28% of the flow from well BE-2, 26% from BE-3, 27% from BE-4,
and 18% from BE-5. The fact that extraction rates were well below the target rate of 100 gpm
from late-2010 to mid-2014 suggests that there was similar potential for gaps in capture of
groundwater contamination during that period as there was in the period prior to that.

There was also an extended shut-down period for the P&T system in the summer of 2014 due to
treatment plant computer issues. The system was down briefly beginning August 5, 2014, and
was then down entirely from August 8, 2014 to September 16, 2014 (approximately 5.5 weeks)
until well BE-2 was re-started. Other extraction wells came back on-line over a subsequent three-
week period: BE-3 (September 23), BE-4 (September 29), and BE-5 (October 6). New flow
meters were also installed at these extraction wells prior to system start up in September 2014.

Under current operation, treated water is injected to both injection galleries (BFIG and PPIG).
For instance, the 2013 Groundwater Assessment Report (Hydrometrics, April 2014) indicated that
in the first half of 2013 approximately 80% of treated water was injected at the BFIG and 20%
was injected at the PPIG. However, data that indicate how these percentages vary over time were
not provided. It was stated during the Site visit for the five-year review that the injection water
flows into a trench at the injection gallery, and then flows from the trench into open casings at the
top of each injection well, so the actual injection rate at any specific injection location cannot be
controlled and is not measured.

Recent PCP Plume Distribution

Recent plume maps for PCP in groundwater (prepared by Hydrometrics for results from data
collected in April 2014 and September 2014) are included in Attachment 5. Each figure presents
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contours for a specific depth interval (“A” and “B”). The highest PCP concentrations are found in
the “A” (shallowest) interval near the BFEG (south of 1-90) such as 260 pg/L at P-4 in April
2014. Significant PCP concentrations (on the order of 100 ug/L) have historically been observed
in the “A” interval at GM-4, which is just north of I-90, although data collected from GM-4 in
2014 indicated a concentrations of PCP ranging between 2.1 and 38 pg/L.

As part of NWE’s request to replace the existing natural gas distribution through the northern
edge of the CGWA, additional PCP sampling was performed in 2014 at 11 temporary wells
installed by NWE in March 2014 (locations indicated on Figure 5 as NWE-1 through NWE-11).
The temporary wells were installed in accordance with a work plan required as part of the 2011
Soil Management Plan for any excavation in the CGWA where that excavation reaches saturated
soil or groundwater. Some of the wells were very shallow (3 to 10 feet bgs) to investigate areas
targeted for open excavations, and some were deeper (11 to 19 ft bgs) to address areas of planned
directional drilling under Rocky Creek. These wells were sampled in April 2014, and all PCP
results were “non-detect” with a detection level of 0.1 pg/L, except the sample from NWE-4
(screened 14 to 19 ft bgs) which had PCP of 0.9 ng/L, which is below the Site cleanup criteria of
1 ng/L. This well was resampled in late April 2014 and had a PCP concentration of 0.54 ug/L.
Well NWE-4 and nearby well NWE-5 (also screened 14 to 19 ft bgs) were sampled in September
2014 as part of the Site monitoring activities, and both were “non-detect” with a detection level of

0.25 pg/L.

PCP Concentration Trends in “B” Interval near Plume Toe (Mann-Kendall Analysis)

The third five-year review (September, 2010) identified that IPC would sample wells 9-B, 16-B,
24-B, 26-B, 27-B and GM-5 for PCP semi-annually for five years to better characterize the core
of the plume in the “B” interval, which extends further downgradient then the plume in the “A”
interval. The purpose was to provide data that would help to determine the likelihood that
significant plume impacts might extend downgradient of the existing monitoring network and
perhaps beyond the extent of the CGWA. According to the third five-year review (September
2010), “a single well Mann Kendall statistical test of each well will be conducted during the next
five-year review. If the statistical test demonstrates no trend or an increasing trend in
groundwater contamination at 95% Confidence Level, the Agencies will consider sampling of
groundwater downgradient of GM-8 and RES-8 from temporary or permanent wells, to determine
if there is contaminated groundwater beyond the current CGWA boundary.”

Tetra Tech performed a Mann-Kendall statistical evaluation of the analytical results from the six
wells listed above, for samples collected semiannually between 2009 and 2014. This is a non-
parametric statistical procedure used for analyzing trends in data over time. Nonparametric
methods require no assumptions regarding the underlying statistical distribution of the data.
Accordingly, the Mann-Kendall test does not require a specific statistical distribution of the data
and is not sensitive to the sampling interval over which the monitoring data are collected. The
outcome of the procedure depends on the ranking of individual data points and not the overall
magnitude of the data points. Therefore, the Mann-Kendall procedure can be used for data sets
that include irregular sampling intervals, data below the detection limit, and trace or missing data.
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The Mann-Kendall analysis is included in Attachment 7. The results of the Mann-Kendall
analysis indicate that the PCP concentration trend at wells 9-B, 26-B, 27-B, and GM-5 is
decreasing and the PCP concentration trend at wells 16-B and 24-B is probably decreasing.

Another significant data point near the toe of the plume is residential well RES-8, classified as a
“B” interval well and located at the extreme downgradient end of the PCP plume. The PCP
concentration at RES-8 was approximately 100 to 200 pg/L in the late 1990s, but declined to
generally below 40 pg/L by 2003 and generally below 20 ug/L by 2005. Since 2008 the PCP
concentration at RES-8 has generally been “non-detect” or detected below the standard of 1 pg/L,
with infrequent detections of approximately 5 pg/L. This pattern further illustrates that PCP
concentrations in the “B” interval near the plume toe have declined over time. The infrequent
detections at RES-8 are consistent with a conceptual model that include sporadic pulses of PCP
impacts leaving the source area and migrating downgradient.

The CGWA boundary extends approximately 600 feet to the north of RES-8. Previous
groundwater impacts near RES-8 (100 to 200 ug/L in the late 1990s) likely migrated towards the
CGWA boundary but may have attenuated prior to reaching the CGWA boundary, and otherwise
would have flushed out of the system long ago given the fast groundwater velocity in this area.
The very low PCP concentrations observed at RES-8 in recent years, coupled with declining PCP
concentration trends at the other downgradient “B” interval monitoring wells evaluated with the
Mann-Kendall technique, indicate there does not appear to be a significant PCP plume currently
migrating downgradient of the existing monitoring network. The sporadic pulses up to
approximately 5 pg/L at RES-8 in recent years are low enough that PCP concentrations would be
expected to attenuate below cleanup levels prior to reaching the CGWA boundary.

PCP Concentration Trends in Remainder of Plume

As documented in the third five-year review (September 2010), PCP concentrations in
groundwater have declined significantly over time throughout the plume. This is likely the result
of remedial actions to date that have included source removal, P&T, and some degree of in-situ
biodegradation. As part of this five-year review, plots of PCP concentration over time were
prepared for selected wells near the source area (5-A and GM-4), mid-plume wells (GM-6, 9-A,
9-B, and 9-C), and wells near the plume toe (25-A and 25-B). These plots, which are included in
Attachment 6, illustrate the declining PCP concentration over time throughout the plume. Annual
reports include maps that compare interpreted PCP contours for different periods of time, and
those maps also clearly illustrate reductions in PCP concentration over time.

There also appears to be some seasonality in the observed PCP concentrations. For instance, at
GM-4 there is often a lower PCP concentration observed in the spring sampling event than in the
fall sampling event. Examples include the following:

20 pg/L in April 2009 and 93 pg/L in September 2009
19 pg/L in April 2010 and 100 pg/L in September 2010
14 ng/L in April 2012 and 33 pg/L in September 2012
2.1 ng/L in April 2014 and 38 pg/L in September 2014

30



The exact cause of the PCP concentration fluctuations is not known, but it could be related to
higher water levels in spring that could potentially mobilize source material from shallow depths,
with migration in groundwater to the vicinity of GM-4 in the subsequent months. Another
possibility is that capture provided by the BFEG is less effective when there is seasonally more
water in the system, allowing for pulses of impacted groundwater to migrate downgradient from
the source area.

Recent Efforts to Further Characterize the Source Area

Recent efforts to improve the characterization of the source area have included the following:

1.

In July 2013, groundwater sampling in the source area was performed including BE-3 to
BE-5, P-1, P-2, P-4, 5-A, GM-4 and GM-5. Previously the focus had been near well 5-A
where the PCP concentrations of 1,000 pug/L or more were historically observed.
However, in this event the highest PCP concentration was at P-4 (400 pg/L), whereas the
PCP concentration at 5-A was only 31 pg/L. Also, the PCP concentration at P-28, located
north of the BFIG, was 53 ug/L. These locations and results are illustrated on Figure 6.

In September 2013, groundwater sampling in the source area was again performed, and
this event also included BE-1 and depth-discrete sampling at extraction wells BE-2 and
BE-4. Some of the sampling was performed while the P&T system was operating and
some was conducted during a shut-down period. Again, the highest PCP concentration
was at P-4 (2,000 pg/L), whereas the PCP concentration at 5-A was only 38 pg/L. Also,
the PCP concentration at P-2, located north of the BFIG, ranged from 50 to 56 pg/L.
These locations and results are illustrated on map form on Figure 7, and in cross-section
form (illustrating the depths of the samples) on Figure 8.

In May 2014, per an approved work plan for a pilot test of enhanced in-situ
bioremediation, three groundwater wells were installed for the planned tests (IW-1to IW-
3) and six borings were advanced (B-1 to B-6).

o Visual and olfactory hydrocarbon impacts were evident in the bark fill chip layer,
and NAPL was observed at B-6 from the soil core taken at 11 to 13 feet bgs, in
sand and fine gravels just below a thick layer of bark fill where a hydrocarbon
sheen and strong odor were noted.

o Soil samples were analyzed for PCP at multiple depths at the three injection well
location as well as at B-1, B-2, B-5, and B-6 (but not from B-3 and B-4 since only
slight odor was observed at those locations). Some of these soil samples were also
analyzed for total extractable hydrocarbons. Soil results from this event are
illustrated on Figure 9. PCP in soil was detected above 10 milligrams per kilogram
(mg/kg) at several of these locations, and one result (57 mg/kg at IW-1 from 7 feet

8 Note thatthe location of P-2 was incorrectly noted as south ofthe BFIG in most previous figures; this has recently
been corrected on recent Site Figures (including Figures 5 to 8 of this five-year review) which correctly show P-2
north of the BFIG.
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bgs) exceeded the Site cleanup standard of 48 mg/kg.

4. In April 2014 and June 2014, groundwater was sampled and analyzed for PCP at selected
source area wells. Groundwater results from this event are illustrated in Figure 10.
Several samples had PCP greater than 100 pg/L including 5-A, P-4, IW-1, IW-3, and EW-
1 (an older on-site well). The groundwater results confirmed that there is an area south of
the BFEG with relatively high PCP impacts to groundwater (as opposed to just one or two
isolated hot-spots).

5. In August 2014 additional soil borings (B-7 to B-24) were advanced in the source area,
and soil was sampled and analyzed for PCP. This included a number of locations between
the BFEG and the BFIG (i.e., north of the BFEG). Figure 11 is a figure provided by
Hydrometrics summarizing the results. The PCP results did not indicate extremely
elevated soil concentrations for PCP, but some of the soil samples north of the BFEG had
PCP concentrations that exceeded the soil cleanup standard of 48 mg/kg (such as 60
mg/kg at B-15 from 8 to 9 feet bgs, 52 mg/kg at B-18 at 12 feet bgs, and 130 mg/kg at B-
22 at 8-10 feet bgs). Also in August, the computer that operates the Groundwater
Treatment System quit working and a new system was installed. Groundwater was also
sampled and analyzed for PCP at selected source area wells during the time that the
computer, and hence the Groundwater Treatment System, was not operating. Several
samples collected during this period had estimated PCP concentrations greater than 100
ugL including P-4, IW-1, and BE-2; however, the results at GM-4 were below the MCL
at 0.53 ug/L. The groundwater results again confirmed that there is an area south of the
BFEG with relatively high PCP impacts to groundwater (as opposed to just one or two
isolated hot-spots) but that operating the extraction wells at 100 gpm as recommended in
the 2009 RSE Report may provide plume capture.

In summary, the additional characterization activities indicate that there are remaining impacts to
groundwater south of the BFEG that are not limited to a hot-spot near 5-A, and there are
remaining impacts to soil (particularly in barkfill) including some impacted soil north of the
BFEG but also seems to indicate that operating the Groundwater Recovery System at 100 gpm
may result in plume capture. Comprehensive sampling was recently conducted to analyze the
effects of this increased pumping.

Potential for Widespread Impacts from Hydrocarbons (Carrier Qil)

The ROD identified that as much as 300,000 gallons of carrier fluid may have spilled at the Site.
In interviews conducted for this five-year review, several City and County staff expressed
concern that the extent of hydrocarbon impacts has not been well characterized. A review of data
pertinent to this concern is provided below.

Soil samples collected from borings in the former barkfill area in 2014 identified a laterally
discontinuous layer of barkfill. The depth to the barkfill ranged from 4 to 10.5 feet bgs, and the
thickness of the barkfill ranged from 0.5 to 1.0 feet. Soil samples collected from the borings were
analyzed for PCP and total extractable hydrocarbons; PCP and total extractable hydrocarbons
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(TEH) were detected in saturated layers of the barkfill, present at 7 feet bgs and deeper. Barkfill
was identified in 15 of the 24 borings drilled in the relatively small area (approximately 500 feet
by 200 feet); five of the borings had non-aqueous phase liquid (NAPL) in the barkfill and five of
the borings had a sheen identified in the barkfill. The PCP concentrations ranged from 3.2 mg/kg
to 57 mg/kg (the ROD standard for PCP is 48 mg/kg) and the total extractable hydrocarbon
concentrations ranged from not-detect to 7,200 mg/kg. The sporadic observation of NAPL and/or
sheen combined with the significant variations in the hydrocarbon concentrations in the
discontinuous barkfill indicate the hydrocarbons do not appear to be migrating.

Groundwater from eight Site wells is routinely sampled and analyzed for both PCP and PAHS;
PAH analytical results can be used as an indicator for diesel fuel (or carrier oil) since PAHSs are
known components of diesel. A summary of the total PAHs and PCP concentrations detected in
the source area (well 5-A and 15A) and wells further downgradient is provided in Table 6.

Table 6: PCP and PAH Concentrations in Groundwater (pug/L) at Locations
Where PAHs were Analyzed, 2012 to 2014

Well Date Location PCP (ng/L) Total PAHs (ng/L)
5-A Oct-2012 South of 1-90 1,000 91,590
Sept-2013 (former barkfill 38 29.2 and 34.9
Sept-2014 area) 270 26.2
15-A Oct-2012 South of 1-90 1.2 6.1
Sept-2013 | (near barkfill area) 0.84 4.1
Sept-2014 0.91 2.3
22 Oct-2012 South of 1-90 ND (<0.25) 3.07
Sept-2013 ND (<0.25) ND (<0.1)
Sept-2014 0.91 0.3
23-A Oct-2012 North of 1-90 4.8 ND (<0.1)
Sept-2013 2.7 ND (<0.1)
Sept-2014 2.5 ND (<0.1)
23-B Oct-2012 North of 1-90 3.3 ND (<0.1)
Sept-2013 2 ND (<0.1)
Sept-2014 ND (<0.25) ND (<0.1)
GM-4 Oct-2012 North of 1-90 33 25
Sept-2013 84 1.4
Sept-2014 38 ND (<0.1)
GM-5 Oct-2012 North of 1-90 4.6 16.8
Sept-2013 6.8 7.6
Sept-2014 0.54 ND (<0.1)
GM-6 Oct-2012 North of 1-90 4.8 0.1
Sept-2013 5.6 ND (<0.1)
Sept-2014 0.57 ND (<0.1)

The high concentrations of PAHSs detected in Site groundwater at well 5-A (within the former

barkfill area) in 2012 indicates PAH concentrations likely associated with the presence of residual




carrier oils that were captured in BE-5. The range of PAH concentrations detected at well 5-A
may be attributed to fluctuations in the water table; as the water elevation rises, more of the
barkfill may become saturated, thus mobilizing dissolved-phase hydrocarbons. Targeting the
extraction rate around BE-5 likely contributed to mobilizing some of this carrier oil. The
concentrations of PAHSs at locations north of 1-90 are generally very low, indicating that
widespread hydrocarbon impacts, including potential for discharge of hydrocarbons to Rocky
Creek, is not likely. In addition, discontinuing extraction at the pressure plant extraction gallery
and increasing extraction at the Barkfill Extraction Gallery is having a significant impact on the
dissolved phase of the PCP-contaminated plume north of 1-90. Itis possible that better
communication of these results to community stakeholders including the Board of Health might
alleviate concerns regarding hydrocarbon impacts. Alternatively, adding a one-time evaluation of
total petroleum hydrocarbons (TPH) in the diesel range at a more widespread set of monitoring
locations (including wells in the downgradient portions of the plume and adjacent to Rocky
Creek), in conjunction with a routine monitoring event, could potentially provide additional data
to address those concerns.

Finally, EPA Region 8 indicated during the Site visit for this five-year review that sampling was
performed at a residence (RES-2) after the third five-year review, because an oil sheen was
previously reported in a metal tank from which a cow drinks. It was stated during the Site visit
that results of the sampling indicated no impacts or concerns at that location.

Remedy Duration versus ROD Estimate

The 1992 ROD estimated that the time needed to achieve groundwater remediation levels was
from 10 to 15 years. The groundwater remedy has been operating since 1996. While the
groundwater remedy is progressing and the treatment system is functioning as designed,
remediation levels have not been achieved within the time period estimated in the 1992 ROD.
Using cleanup data collected since the remedy was initiated, the Agencies intend to estimate a
new, more accurate time frame in which remediation levels may be achieved but this is not
considered an issue pertaining to protectiveness of the remedy as part of the five-year review
because the CGWA and the deed restriction prohibit the use of the groundwater and established
restrictions on excavation.

A change in the estimated duration of achieving groundwater remediation cleanup levels, and a
clarification of the groundwater area to be treated (discussed in the section called “Remedy
Implementation and Status — Groundwater” in this five-year review) are considered minor and
non-significant changes to the remedy, inasmuch as these changes will not have a significant
impact on the scope, performance or cost of the remedy. However, non-significant or minor
changes should be recorded in the post-ROD Site file and documented for public review.

Considerations Regarding Conceptual Model and Source Area Remediation Efforts

A residual PCP source remains at the Site, impacting wells adjacent to the BFEG (5-A and P-4),
immediately downgradient of the BFIG (P-2), and immediately north of 1-90 (GM-4, GM-5 and
GM-6). A summary of recent PCP concentrations at these monitoring wells is provided in Table
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7 and the results from investigations conducted in 2013 and 2014 show the extent of residual
contamination that remains in the source area (Figures 6 to 11).

TABLE 7. PCP Concentrations in Groundwater (ng/L) at Selected Wells, 2012 to 2014

Just North of 1-90
Upgradient of BFEG Downgradient (Downgradient
of BFIG from Source Area)
ngp'e 5-A P-4 P-2 GM-4 GM-5 GM-6
ate

Apr-12 1,000 14 5.8 3.2
Sep-12 1,000 33 4.6 4.8
Apr-13 120° 75 16 3.4
Jul-13 31 400 53 96 7
Sep-13 38 2,000 56 84 6.8 5.6
Apr-14 110 260 3.7 2.1* <0.25 2.0
Aug-14 2300 31 0.53
Sep-14 580 310 39 38 0.5 0.6

* Sampled again in Jun-14 and Dec-14 with a value of 8 ug/L and 18 ng/L, respectively

As discussed earlier, it appears that wells 5A and P-4 are in close proximity to residual source
material which likely occurs upgradient of the BFEG in multiple (but isolated) pockets. Itis also
possible that the monitoring wells north of I-90 (GM-4, GM-5, and GM-6) are not in the
immediate vicinity of residual source material and are impacted by contaminated groundwater
migrating from areas of residual source material that are located further to the south. At P-2,
which is located between the BFIG and 1-90, it is not entirely clear if the elevated PCP
concentrations are due to residual impacts to soils located between the BFEG and 1-90, due to
transport of impacted groundwater from residual source material south of the BFEG that is not
effectively captured by the BFEG, or a combination of both.

Although there are PCP concentrations of 1,000 pug/L or more detected at several locations in the
source area south of the BFEG, and concentrations between 100 ug/L and 1,000 pg/L were also
detected at IW-1, IW-3,and EW-1 (see Figure 10), the PCP concentrations at the extraction wells
in the BFEG are relatively low, often less than 10 pg/L and rarely more than 30 pg/L at individual
extraction wells. This could be explained by the fact that the extraction wells have long screens
from approximately 10 to 30 ft bgs, such that under pumping conditions deeper groundwater
could dilute shallower groundwater that has higher PCP concentrations (extraction pumps have
historically been placed at the bottom of the screen, which could further exacerbate the issue if
that interval is also the most permeable). However, the low concentrations of PCP at the
extraction wells also suggests a likelihood that the residual groundwater contamination is “spotty”

9 The decrease in concentrations corresponds with an increase in the amount of water extracted from extraction well
BE-5 near well 5-A.
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or “discontinuous” rather than a large continuous plume, otherwise the extraction wells would
likely have higher PCP concentrations. When the pumps were replaced in the extraction wells in
June 2014 the pumps were also raised to about 20 feet below ground surface at each extraction
well (BE-2 thru BE-5), which corresponds approximately to the middle of the well screen (or just
slightly above the middle).

The presence of residual PCP source material south of the BFEG, as well as between the BFEG
and the BFIG, continues to extend operation of the current groundwater extraction and treatment
system. During the five-year review Site visit on November 5, 2014 several conceptual remedial
approaches were discussed as potential alternatives to long-term P&T. These approaches
included the following:

Source Removal (Excavation). This can be an effective method to remediate PCP,
especially if the source is relatively shallow. The impacted barkfill layer appears to be
between 4 and 11 feet bgs, which is relatively shallow; at many sites excavation to those
depths might be feasible. However, excavation is eliminated from consideration at this
Site because the impacted barkfill is within the area where LTU soils containing dioxin
were placed on-site as part of previous remedial activity. Disposal of dioxin-impacted
soils is land-banned in the United States (and requires incineration if excavated) if it has
not been treated below 10 ppb TCDD. Sampling performed on soil that was off-loaded
from the LTU for on-site disposal indicated less than 10 ppb TCDD. However, some soils
that were sampled during the RI and placed in the LTU exceeded 10 ppb TCDD, and it is
possible that some pockets of soil exceeding 10 ppb TCDD are present in the soil disposal
areas. Therefore, excavating areas where treated soils were disposed is not a preferred
option. Also, there is likely residual source material in the immediate vicinity of the
operating extraction and injection system, and it is unlikely that the current P&T system
could be operated during some of the source area remediation efforts under this approach
(which is an issue for DEQ unless it is demonstrated that no negative impacts would occur
further downgradient as a result).

Soil Blending. This can be an effective method to oxidize PCP, using agents such as
peroxide or persulfate to destroy the PCP. A Site contractor indicated that soil blending to
11 feet bgs would be difficult. Also, there is likely residual source material in the
immediate vicinity of the operating extraction and injection system, and it is unlikely that
the current P&T system could be operated during some of the source area remediation
efforts under this approach (which is an issue for DEQ unless it is demonstrated that no
negative impacts would occur further downgradient as a resulk).

Enhancing In-Situ Biodegradation. This can be an effective method to either aerobically
or anaerobically degrade dissolved-phase PCP. The Site team originally envisioned
addition of relatively low levels of oxygen to promote biodegradation, which is currently
limited by anaerobic conditions. Anaerobic in site biodegradation is also being
considered. The results of this evaluation will be assessed in the next Five-Year Review.
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e In-Situ Chemical Oxidation (ISCO). This can be an effective method to destroy PCP at
some sites. However, atthis Site the oxidant demand required by the organic-rich barkiill
is so substantial that ISCO is not likely a cost-effective compared to enhanced in-situ
bioremediation.

e In-situ thermal treatment. This would be prohibitively expensive to implement.

The bioremediation approach suggested by the Site team appears to be the most implementable
and cost-effective approach to attempt to reduce source area concentrations. Each of the other
possible technologies has site-specific limitations, as described above. It is possible that
enhanced bioremediation could reduce source area PCP concentrations in groundwater such that
some concentrations in groundwater remain above cleanup levels, but at low enough
concentrations that P&T can be discontinued based on natural attenuation of the downgradient
areas. Inthe summer of 2015, a pilot test was initiated in which the current nutrient blend was
replaced with ETEC’s Custom Blended Nutrients (CBN), with the intent of creating aerobic or
nitrate-reducing conditions throughout the target saturated zone. Samples will also be collected
monthly for the analysis of PCP, diesel-range organics, and hydrocarbon-degrading bacteria plate
counts. At the end of 40 to 50 days of system operation with CBN, an evaluation will be made
regarding the loading rates, and additional injections may continue. The PCP concentration
values that would allow discontinuation of the P&T system on a trial basis are “to be determined”
once the efficacy of any future treatment technology has been implemented and monitored for a
period of time.

This five-year review notes the following considerations regarding any planned pilot testing of
any in-situ bioremediation system and potential full-scale implementation:

e The protectiveness of the current system is maintained by the P&T system, and continued
operation of the P&T system during pilot testing and subsequent source area remediation
efforts is a priority until groundwater concentrations in the source area are determined to
be sufficiently low that P&T is no longer needed to maintain plume capture.

e The pilot test would be improved by addition of one or more monitoring wells between
each injection well and corresponding BFEG extraction well, due to the long screens at the
extraction wells. The potential dilution from other water captured by the extraction wells
makes the use of the extraction wells for monitoring the pilot test less favorable.

e Assuming the planned pilot testing determines that one of the delivery mechanisms is
viable, a full-scale system could be implemented upgradient of the BFEG as an initial
phase of source area remediation. The goal would be to reduce PCP concentrations in
groundwater upgradient of the BFEG to levels low enough that P&T can be discontinued
(even if those concentrations are above cleanup criteria).
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e Once source area PCP concentrations have been lowered such that P&T can be
discontinued, an assessment can be made regarding the potential need for additional
source area remediation north of the BFEG, based on the PCP concentrations at locations
north of the BFEG (such as P-2 and GM-4) observed at that time. Currently, it is difficult
to assess if the PCP concentrations in groundwater at P-2 are due to source material south
of the BFEG, north of the BFEG or both. Thus, additional source area remediation north
of the BFEG may be contingent on the observations subsequent to aggressive source area
remediation efforts implemented south of the BFEG. The effects of the source area
remediation south of the BFEG should be monitored for a minimum of two years after
P&T discontinuation is approved, to account for both the effectiveness of the remediation
the potential seasonal fluctuations in PCP concentrations (discussed in “Data Analysis —
PCP Concentration Trends in Remainder of Plume™).

As noted above, the PCP concentration values that would allow discontinuation of the P&T
system on a trial basis, after the first phase of source area remediation is implemented, are “to be
determined.”

The third five-year review identified a conceptual difficulty in establishing if there is remaining
source material beneath 1-90, since there was a possibility that continued PCP impacts in
groundwater north of 1-90 could be due to incomplete capture of the source area south of the
BFEG. The termination of extraction at the PPEG in 2010 was intended to be coupled with
increased extraction at the BFEG to improve capture at the BFEG and hopefully resolve this
issue. Unfortunately, the pumping rate increase atthe BFEG was not fully realized until mid
2014. Thus, it is still not possible at this time to establish the significance of potential remaining
source material beneath 1-90. Itstill remains possible (and perhaps likely) that addressing the
residual source material south of the BFEG will eliminate the vast majority of the groundwater
impacts north of 1-90.

VIl. Technical Assessment

The following responses to questions support the determination that the remedy at the Idaho Pole
Company Site is currently functioning as designed and is expected to remain protective of human
health and the environment.

Question A: Is the remedy functioning as intended by the decision documents?

The answer to Question A is “yes” for the soils remedy of OUOL. In the previous five-year
review (September 2010) this was answered “no” for soils because finalization of ICs had been
identified as an outstanding issue. That issue was addressed when the Notice of Institutional
Controls was filed with Gallatin County on September 9, 2010. The soil remedy is considered
complete.

The answer to Question A is “yes” for the groundwater remedy. The groundwater treatment
system has relatively low influent concentrations, and the groundwater cleanup levels are
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achieved in the treatment system effluent. Groundwater concentrations of PCP have declined
significantly over time, presumably due to remedial actions to date (source removal, P&T, and
potential in-situ biodegradation). Concentrations of PCP that are well above groundwater cleanup
(> 100 ng/L) standards remain south of 1-90 within the Bark Filled Source Area. Protectiveness is
provided by a combination of residential well sampling north of I-90 and ICs that restrict use of
groundwater within the CGWA. Sampling results will alert the Agencies if there is any
significant increase in groundwater contamination, and institutional controls should limit the
drilling of new wells into contaminated groundwater and use of contaminated groundwater. How
long the groundwater remedy must continue remains uncertain, but the groundwater remedy is
progressing and is functioning as intended. Using cleanup data collected since the remedy was
initiated, the Agencies intend to estimate a new, more accurate time frame in which remediation
levels may be achieved but this is not considered an issue pertaining to protectiveness of the
remedy as part of the five-year review because of the presence of the CGWA and the deed
restriction currently prohibiting use of the groundwater. Implementing more aggressive source
area remediation efforts (currently being considered) could potentially eliminate the need for
continued P&T operation prior to the next five-year review.

Question B: Are the exposure assumptions, toxicity data, cleanup levels, and remedial action
objectives (RAOs) used at the time of remedy selection still valid?

The answer to Question B is “yes” for the remedy as a whole, because the answer is “yes” for
both the soil and groundwater components of the remedy. Although some changes have occurred
to specific standards or toxicity factors, the remedy approach remains valid when those changes
are considered. Details with respect to soil, and then with respect to groundwater, are provided
below.

The answer to Question B is “yes” for the soil remedy. The ROD’s risk-based cleanup level for
soil at the Site was based on a site-specific risk assessment and the Agency’s anticipation that
future use at the Site will not be residential. An enforceable proprietary I1C has been placed on the
deed to protect areas where treated soil has been disposed of with remaining contamination above
levels that allow for unlimited use and unrestricted exposure. While the areas where treated soils
have been left in place are not fenced, there is a vegetative cap on this area which was determined
to be in good shape during the Site inspection. In addition, the Agencies approved a Soll
Management Plan in 2011 which requires submittal of a workplan for review and approval prior
to any excavation in the Treated Soils Area and excavations that encounter saturated soils and/or
groundwater in the CGWA.

The ROD cleanup level for dioxin in soil was 1000 parts per trillion (ppt) TCDD-TEQ, and
treated soils (including some with dioxin concentrations higher than 1000 ppt TCDD-TEQ) were
placed back on Sitel®. EPA’s dioxin reassessment has been developed and undergone review for
many years, with the participation of scientific experts in EPA and other federal agencies, as well
as scientific experts in the private sector and academia. The Agency followed current guidelines

10 The ROD’s risk-based cleanup level or dioxin in soil at the Site, expressed as equivalent concentration of TCDD
(TCDD-TEQ), is 0.001 mg/kg (ppm), is equivalent to 1 ppb or 1000 ppt.
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and incorporated the latest data and physiological/biochemical research into the reassessment. On
February 17, 2012, EPA released the final human health non-cancer dioxin reassessment,
publishing an oral non-cancer toxicity value, or reference dose (RfD), of 7x10-1° mg/kg-day for
2,3,7,8-tetrachlorodibenzo-p-dioxin (TCDD) in EPA’s Integrated Risk Information System
(IRIS). The dioxin cancer reassessment will follow thereafter. The dioxin RfD was approved for
immediate use at Superfund sites to ensure protection of human health. A revised dioxin
Preliminary Remediation Goal (PRG) of 727 ppt has been calculated using the 2012 RfD, 2005
World Health Organization (WHO) toxicity equivalence factors (TEFs) and incorporating the new
commercial/industrial default exposure assumptions released by the EPA in February 2014
(Human Health Evaluation Manual, Supplemental Guidance: Update of Standard Default
Exposure Factors, OSWER Directive 9200.1-120, February 6, 2014). In the areas where treated
soils were placed, soil concentrations beneath the cap exceed the ROD soil dioxin cleanup level
of 1,000 ppt TEQ but the remedy is still protective because ICs have been put into place to
prevent direct contact with dioxin-contaminated soil in those areas. In other areas that were
originally evaluated for excavation, there does not appear to be a justification for any additional
excavation based on the revised TCDD-TEQ PRG of 727 ppt, which is only slightly lower than
the 1992 ROD risk-based TCDD-TEQ of 1,000 ppt. The potential health risks that would be
created by additional excavations atthe Site (i.e., outside the Treated Soils Areas that are already
capped) to address the revised TCDD-TEQ of 727 ppt would outweigh the potential benefit of
removing soils impacted with TCDD-TEQ values greater than 727 ppt that conceptually would
not have been addressed by the previous remedial actions.

Tetra Tech reviewed the Site TEQ values for dioxin data presented in the Remedial Investigation
Report (MSE Inc.,1992) by calculating the associated TEQ values for these samples using the
1998 WHO TEFs and also using the 2005 WHO TEFs, to evaluate impacts the new TEFs had on
the value of the total TEQ. Site TEQ values calculated using the 2005 TEFs are slightly lower
than the TEQ values for the same data calculated using the 1998 TEFs. The release of the EPA’S
final non-cancer dioxin reassessment and new commercial/industrial default exposure
assumptions therefore do not appear to change the effectiveness or protectiveness of the Site soil
remedy; the consolidation of treated soil covered with clean material, with a proprietary 1C filed
with the deed, remains protective.

The answer to Question B is “yes” for the ongoing groundwater remedy. This fourth five-year
review includes an evaluation of the most current Montana DEQ-7 numeric water quality criteria
for Site COCsversus ROD cleanup levels. The Montana Water Quality Act requires that human
health standards for carcinogens be the more restrictive of either of the following: (1) the risk-
based level of one in one hundred thousand [1x10-°] for all carcinogens (except arsenic) or, (2) the
MCL. Concentrations of contaminants in sediment, soils and groundwater remaining on Site after
cleanup is complete and correspond to a lifetime cancer risk between 10-4and 10-¢ according to
the 1992 ROD. Table 8 compares the ROD cleanup levels for groundwater to the 2012 and 2008
Montana DEQ-7 criteria, as well as the 2004 Montana WQB-7 Standards. The 2012 DEQ-7
Criteria remain the same as the 2008 DEQ-7 Criteria for Site contaminants of concern, as
indicated in Table 8.
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Table 8: Comparison of Groundwater Cleanup Criteria in ROD, 2012 and 2008
Montana DEQ-7 Criteria, and 2004 Montana WQB-7 Criteria

ROD ROD 2012 2008 2004
Constituent Cleanup Cleanup DEQ-7 DEQ-7 WQB-7
Level . Criteria Criteria Criteria
Level Basis
(ng/L) (ng/L) (ng/L) (ng/L)
PCP 1.0 MCL 1.0 1.0 1.0
B2 PAHSs:
Benzo(a)pyrene 0.2 MCL 0.05 0.05 0.048
Benz(a)anthracene 0.1 Proposed MCL 05 0.5 0.48
Benzo(b)fluoranthene 0.2 Proposed MCL 0.5 0.5 0.48
Benzo(K)fluoranthene 0.2 Proposed MCL 5.0 5.0 4.79
Chrysene 0.2 Proposed MCL 50.0 50.0 48.0
Dibenz(a,h)anthracene 0.3 Proposed MCL 0.05 0.05 0.048
Indeno(1,2,3-CD)pyrene 0.4 Proposed MCL 0.5 05 0.044
Total D PAHs 146 Hazard quotient
Naphthalene 100 100 100
Fluorene 1100 1100 280
Phenanthrene - - -
Anthracene 2100 2100 2100
Fluoranthene 130 130 280
Pyrene 830 830 960
Benzo(g,h,i)perylene - - -
2,3,7,8-TCDD (Dioxin) 3.0 x 10° MCL 2.0 x 106 2.0 x 106 2.0 x 106

A brief summary of comparisons of the ROD groundwater cleanup levels to the Montana
standards is provided below:

e The second five-year review recommended that Montana’s WQB-7 Groundwater
Standards (2004) be reviewed. The “December 2007 Update — Idaho Pole Company
Superfund Site” stated that EPA and DEQ had addressed this issue and concluded that
“protectiveness of the remedy has been deemed appropriate.”

e As summarized in the third five-year review, none of the 2008 DEQ-7 criteria for Site
COCsin groundwater were lower than the previous 2004 WQB-7 values, with the
exception of fluoranthene and pyrene. Thus, the previous conclusion by EPA and DEQ
that the “protectiveness of the remedy has been deemed appropriate” based on the
comparison of the ROD criteria to the 2004 WQB-7 criteria still generally applied, except
for pyrene and fluoranthene. The DEQ-7 criterion for pyrene (830 ug/L) was well above
the ROD criterion of 146 pg/L, so meeting the ROD criterion will be more protective.
The DEQ-7 criterion for fluoranthene (130 pg/L) was only slightly lower than the ROD
cleanup level of 146 pg/L for Total D PAHSs, and this difference did not appear to be
significant with respect to the current management or protectiveness of the groundwater
remedy.

e The 2012 DEQ-7 Criteria remain the same as the 2008 DEQ-7 Criteria for Site
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contaminants of concern; therefore the conclusions regarding the 2008 DEQ-7 criteria also
apply for 2012 DEQ-7 criteria.

e Although the DEQ-7 criteria for Benzo(a)pyrene and Dibenz(a,h)anthracene are 0.05
ug/L, the DEQ-7 required reporting limit for those parameters is slightly higher (0.06 ug/L
for Benzo(a)pyrene and 0.1 ug/L for Dibenz(a,h)anthracene). The reporting limit is 0.1
pg/L for PAHSs in Site sampling, which is below the ROD criterion for these two
parameters. These two PAHs have DEQ-7 criteria that are slightly lower than the ROD
cleanup criteria. The DEQ-7 criteria are based on an excess cancer risk of 1 x 10-°, and the
ROD criterion for each of these two parameters is less than one order of magnitude higher
than the DEQ-7 standard. Therefore the ROD criterion for each of these two parameters is
still within the acceptable cancer range (1x10 to 1x10-%) noted in the “cleanup levels”
section of the ROD.

e The DEQ-7 criterion for dioxin in groundwater is also slightly lower than the ROD criteria
for dioxin in groundwater. While a cleanup standard for dioxin was established in the
1992 ROD, dioxin has not been detected in groundwater at this Site prior to the
implementation of the remedy and has not been sampled in groundwater during the course
of the remedy.

e The Agencies have setout a consistent cleanup goal of 1 pg/L in the ROD for the
predominant COC in groundwater at the Site, PCP. This goal also meets the MCL, the
Montana WQB-7 standards from 2004, and the Montana DEQ-7 standards from 2008 and
2012.

It is also noted that EPA (February 2010) released an external review draft for the development of
a relative potency factor approach for PAH mixtures (EPA/635/R-08/12A). This draft, in
particular includes toxicity equivalency factors for many more common PAHSs. At the time of this
fourth five-year review preparation (January 2015), the February 2010 document remains in draft
form. If finalized, this approach could change estimated risk associated with exposure to PAHS.
However, EPA has not made any final decisions at this time. If finalized, the development of a
relative potency factor approach for PAH mixtures will be evaluated during the next five-year
review.

Question C: Has any other information come to light that could call into question the
protectiveness of the remedy?

The answer to Question C is “yes” for the soil and groundwater portions of the remedy.
Additional investigations since the third five year review have identified isolated pockets of non-
aqueous phase liquid (NAPL) in the vadose zone that continue to be a source for the groundwater
contamination. These isolated pockets of NAPL require the continuation of an active P&T system
to maintain plume capture. Pilot testing for potential residual source area remediation commenced
in the summer of 2015, with the long-term goal of cleaning up these isolated pockets of NAPL,
thus eliminating the need for P&T operation if the residual source area remediation efforts are
successful.  The intent is to address the residual source areas prior to the fifth Five Year Review
in order to make a determination of protectiveness should the P&T system be discontinued.
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Some of the interviews conducted for this five-year review indicated concerns held by those
individuals, but those concerns do not call into question the protectiveness of the remedy.
Gallatin City-County Board of Health has concerns regarding hydrocarbon impacts, but the
review of PAH data in groundwater performed as part of this five-year review does not appear to
indicate significant hydrocarbon impacts beyond the source area. The Kroon family expressed
concerned that future plans for Story Mill Park could impact local hydrology and cause impacted
groundwater to “back up” under Rocky Creek towards their property; however during the five-
year review visit it was explained to them that the topographic high located north of Rocky Creek
in that area will naturally cause groundwater flow towards Rocky Creek from the north,
preventing flow of impacted water towards their property. NWE indicated they had concerns that
their work locating pipe beneath Rocky Creek could disturb a confining clay in that area;
however, PCP concentrations are extremely low in that area and are expected to continue to
decline over time. Thus, these concerns are all noted so they can be considered again in the next
five-year review, but none of them call into question the protectiveness of the remedy.

VIIl. Issues
The following issues are identified on Table 9:
1) Potential residual source material in the area of the BFEG.
2) Dioxin analysis of groundwater.
Recently discovered residual NAPL groundwater sources need to be addressed. Dioxin was

identified as a contaminant of concern for groundwater, but no dioxin groundwater samples have
been taken since the Record of Decision was issued, and sampling is necessary.

IX. Recommendationsand Follow-up Actions

Recommendations and follow-up actions are listed in Table 9.

Table 9: Recommendations and Follow-up Actions

Affects
lssue Recomme ndations/ Party Oversight | Milestone | Protectiveness
Follow-up Actions | Responsible | Agency Date (YIN)
Current | Future
Potential residual Perform pilot testing to IPC
source material in the remediate residual EPA, DEQ 9/30/18 No Yes
area of the BFEG source material
L ; Sample shallow
Dioxin analysis of aquifer for dioxin IPC EPA, DEQ | 9/30/17 No Yes
groundwater analysis
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X.  Protectiveness Statement(s)

A protectiveness determination of the OUO1 remedy cannot be made until further information is
obtained. While dioxin was identified as a contaminant of concern for groundwater, no dioxin
groundwater samples have been taken since the Record of Decision was issued, and sampling is
necessary. Recently discovered residual NAPL groundwater sources need to be addressed.
Although institutional controls are in place, including a deed restriction on the property and a
CGWA that restricts potable use of the groundwater, residual source material continues to impact
groundwater. It is expected that the groundwater dioxin sampling and residual source area
remediation actions will take approximately three years to complete, atwhich time a
protectiveness determination will be made.

XI. Next Review

Because contamination has been left on Site above levels that allow for unlimited use and
unrestricted exposure, this Site requires ongoing five-year reviews. The next review will be
conducted five years after the completion date of this Five-Year Review report

XIll. References

Site-Specific Documents

Site-specific documents that were reviewed for this five-year review are listed in Section VI
under “Document Review” and those documents are not repeated here.

General Documents not Specific to this Site

General documents that were referred to but do not pertain specifically to this Site are listed
below.

City of Bozeman GIS Department (http//www.bozeman.net/bozeman/GIS/Default.aspx).

EPA, May 1995. Land Use in the CERCLA Remedy Selection Process (OSWER 9355.7-04).

EPA, July 1999. A Guide for Preparing Superfund proposed Plans, Records of Decision or Other
Remedy Selection Decision Documents (EPA EPA540-R-98-031).

EPA, June 2001. Comprehensive Five-Year Review Guidance (EPA 540-R-01-007).

EPA, December 2009. Public Review Draft: Draft Recommended Interim Preliminary
Remediation Goals for Dioxin in Soil at CERCLA and RCRA Sites (OSWER 9200.3-56).

EPA, February 2010. Development of a Relative Potency Factor Approach for Polycyclic
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Aromatic Hydrocarbon (PAH) Mixtures (EPA/635/R-08/012A).

EPA, February 2012. EPA’s Reanalysis of Key Issues Related to Dioxin Toxicity and Response to
NAS Comments, Volume 1 (EPA/600/R-10/-38F).

EPA, February 2014. Human Health Evaluation Manual, Supplemental Guidance: Update of
Standard Default Exposure Factors (OSWER 9200.1-120).

Gallatin County GIS Interactive Mapping (http//webapps.gallatin.mt.gov/mappers/).

Montana Department of Environmental Quality, January 2004. Circular WQB-7, Montana
Numeric Water Quality Standards.

Montana Department of Environmental Quality, February 2008. Circular DEQ-7, Montana
Numeric Water Quality Standards.

Montana Department of Environmental Quality, October 2012. Circular DEQ-7, Montana
Numeric Water Quality Standards.
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From Draft - 5A Investigation Interim Report Supplement - September 2013 Sampling Results (Hydrometrics, 2013)
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From Proposed In-Situ Enhanced Aerobic Degradation Pilot Study Work Plan (Hydrometrics, Inc. and Olympus Technical Services, Inc. May 2014)
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Figure 8 - Groundwater Results for PCP in Source Area Sampling, September 2013 (Cross-Section)



Figure 9: Soil Sampling Results for PCP and Total Extractable Hydrocarbons
in Source Area Sampling, May 2014
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From Proposed In-Situ Enhanced Aerobic Degradation Pilot Study Work Plan

(Hydrometrics, Inc. and Olympus Technical Services, Inc., May 2014)
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Attachment 1

Completed Site Inspection Checklist



Site Inspection Checklist

I. SITE INFORMATION

Site name: Idaho Pole Company

Date of inspection: November 5, 2014

Location and Region: Bozeman, Montana (Region 8) | EPA ID: MTD 006232276

Agency, office, or company leading the five-year Weather/temperature: Cloudy, 45-50°F

review: EPA Region 8, Montana Office

Remedy Includes: (Check all that apply)
O Landfill cover/containment
M Access controls
M Institutional controls

O Monitored natural attenuation
O Groundwater containment
O Vertical barrier walls

MGroundwater pump and treatment
O Surface water collection and treatment
M Other  Completed active soil remedy included a Land Treatment Unit

Attachments: M Inspection team roster attached (see main report) M Site map attached (see main report)

Il. INTERVIEWS (Check all that apply)

1. O&M site manager Les Lonning
Name

Contractor to IPC Nov 10, 2014
Title Date

Interviewed [ at site (Jat office M by phone Phone no. 253-878-4647

Problems, suggestions; O Report attached

2. O&M staff Rebecca Fabich
Name

Plant Manager Nov 5, 2014
Title Date

Interviewed M at site O at office 0O by phone Phone no. 406-570-0002

Problems, suggestions; O Report attached

O&M staff Heidi Kaiser (Hydrometrics, Inc.) Project Manager Nov 5, 2014

Name

Title Date

Interviewed Mat site O at office O by phone Phone no. 406-656-1172

Problems, suggestions; O Report attached

Site Inspection Checklist 1




[11. ON-SITE DOCUMENTS & RECORDS VERIFIED (Check all that apply)

1. O&M Documents
M O&M manual M Readily available MUptodate ON/A
M As-built drawings M Readily available O Up to date ON/A
M Maintenance logs M Readily available 0O Up to date ON/A
Remarks: O&M Manual updated since last five-year review

2. Site-Specific Health and Safety Plan M Readily available M Up to date ON/A
O Contingency plan/emergency response plan M Readily available ™ Up to date ON/A
Remarks

3. O&M and OSHA Training Records M Readily available MUptodate ON/A
Remarks

4, Permits and Service Agreements
O Air discharge permit O Readily available 0O Up to date M N/A
0O Effluent discharge O Readily available O Up to date M N/A
0O Waste disposal, POTW O Readily available 0O Up to date M N/A
0O Other permits O Readily available 0O Up to date M N/A
Remarks

5. Gas Generation Records O Readily available O Up to date M N/A
Remarks

6. Settlement Monument Records O Readily available O Up to date M N/A
Remarks

7. Groundwater Monitoring Records M Readily available MUptodate ON/A
Remarks

8. Leachate Extraction Records O Readily available 0O Up to date M N/A
Remarks

9. Discharge Compliance Records
OAiIr O Readily available O Up to date M N/A
0O Water (effluent) 0O Readily available 0O Up to date M N/A
Remarks

10. Daily Access/Security Logs M Readily available M Up to date ON/A
Remarks

Site Inspection Checklist 2




IV. O&M COSTS

1. O&M Organization
O State in-house O Contractor for State
M PRP in-house O Contractor for PRP
O Federal Facility in-house O Contractor for Federal Facility
O Other

Private Party site, estimated costs provided in main report but not detailed below

2. O&M Cost Records
O Readily available O Up to date
O Funding mechanism/agreement in place
Original O&M cost estimate O Breakdown attached

Total annual cost by year for review period if available

From To O Breakdown attached
Date Date Total cost

From To 0O Breakdown attached
Date Date Total cost

From To O Breakdown attached
Date Date Total cost

From To O Breakdown attached
Date Date Total cost

From To O Breakdown attached
Date Date Total cost

3. Unanticipated or Unusually High O&M Costs During Review Period

Describe costs and reasons:

V. ACCESS AND INSTITUTIONAL CONTROLS ™ Applicable TOJN/A

A. Fencing
1. Fencing damaged O Location shown on site map M Gates secured O N/A
Remarks

B. Other Access Restrictions

1. Signs and other security measures O Location shown on site map ON/A

Remarks — Residents know to contact Rebecca Fabich if there is trespass on “Pasture Area”
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C. Institutional Controls (ICs)

1. Implementation and enforcement
Site conditions imply ICs not properly implemented OYes MNo ONA
Site conditions imply ICs not being fully enforced OYes MNo ON/A
Type of monitoring (e.g., self-reporting, drive by) GW Use Restriction Ordinance enforced by City
Frequency
Responsible party/agency
Contact

Name Title Date Phone no.

Reporting is up-to-date OYes ONo M N/A
Reports are verified by the lead agency OYes ONo MNA
Specific requirements in deed or decision documents have been met MYes [ No ON/A
Violations have been reported OYes MNo ON/A
Other problems or suggestions: O Report attached
EPA proposed shrinking the CGA extent in 2011, but the Gallatin City-County Board of Health did not
concur and no further actions have occurred in that regard

2. Adequacy M ICs are adequate O ICs are inadequate ON/A
Remarks

D. General

1. Vandalism/trespassing O Location shown on site map M No vandalism evident
Remarks

2. Land use changes on site M N/A
Remarks

3. Land use changes off siteMN/A
Remarks — Planned development of Story Mill Park — see main text. Not expected to impact the remedy

VI. GENERAL SITE CONDITIONS

A. Roads O Applicable M N/A

1. Roads damaged O Location shown on site map O Roads adequaterI N/A
Remarks
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B. Other Site Conditions

Remarks

VII. LANDFILL COVERS 0O Applicable

M N/A

A. Landfill Surface

1. Settlement (Low spots) O Location shown on site map O Settlement not evident
Areal extent Depth
Remarks

2. Cracks O Location shown on site map O Cracking not evident
Lengths Widths Depths
Remarks

3. Erosion O Location shown on site map O Erosion not evident
Areal extent Depth
Remarks

4, Holes O Location shown on site map O Holes not evident
Areal extent Depth
Remarks

5. Vegetative Cover O Grass O Cover properly established O No signs of stress
O Trees/Shrubs (indicate size and locations on a diagram)
Remarks

6. Alternative Cover (armored rock, concrete, etc.) ON/A
Remarks

7. Bulges O Location shown on site map 0O Bulges not evident
Areal extent Height
Remarks

8. Wet Areas/Water Damage O Wet areas/water damage not evident

O Wet areas
O Ponding
O Seeps

O Soft subgrade

Remarks

O Location shown on site map
O Location shown on site map
O Location shown on site map
O Location shown on site map

Areal extent
Areal extent
Areal extent
Areal extent
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Slope Instability 0O Slides O Location shown on site map [0 No evidence of slope instability
Areal extent
Remarks

B. Benches O Applicable ON/A

(Horizontally constructed mounds of earth placed across a steep landfill side slope to interrupt the slope
in order to slow down the velocity of surface runoff and intercept and convey the runoff to a lined
channel.)

Flows Bypass Bench O Location shown on site map O N/A or okay
Remarks

Bench Breached O Location shown on site map O N/A or okay
Remarks

Bench Overtopped O Location shown on site map O N/A or okay
Remarks

C. Letdown Channels O Applicable ON/A

Settlement O Location shown on site map 0O No evidence of settlement
Areal extent Depth
Remarks

Material Degradation 0O Location shown on site map O No evidence of degradation
Material type Areal extent
Remarks

Erosion O Location shown on site map 0 No evidence of erosion
Areal extent Depth
Remarks

Undercutting O Location shown on site map 0 No evidence of undercutting
Avreal extent Depth
Remarks

Obstructions  Type 00 No obstructions
O Location shown on site map Areal extent

Size

Remarks

Excessive Vegetative Growth Type
O No evidence of excessive growth

O Vegetation in channels does not obstruct flow
O Location shown on site map Areal extent
Remarks
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D. Cover Penetrations O Applicable ON/A

1. Gas Vents O Active O Passive
O Properly secured/locked O Functioning O Routinely sampled 0O Good condition
0O Evidence of leakage at penetration 0O Needs Maintenance
ON/A
Remarks

2. Gas Monitoring Probes
O Properly secured/locked O Functioning O Routinely sampled 0O Good condition
0O Evidence of leakage at penetration 0 Needs Maintenance ON/A
Remarks

3. Monitoring Wells (within surface area of landfill)
O Properly secured/locked OO Functioning O Routinely sampled 0 Good condition
O Evidence of leakage at penetration O Needs Maintenance ON/A

Remarks

4. Leachate Extraction Wells
O Properly secured/locked O Functioning O Routinely sampled 0O Good condition
0O Evidence of leakage at penetration 0O Needs Maintenance ON/A
Remarks

5. Settlement Monuments O Located O Routinely surveyed ON/A
Remarks

E. Gas Collection and Treatment O Applicable O N/A

1. Gas Treatment Facilities
O Flaring 0O Thermal destruction O Collection for reuse
0O Good condition O Needs Maintenance
Remarks

2. Gas Collection Wells, Manifolds and Piping
O Good condition O Needs Maintenance
Remarks

3. Gas Monitoring Facilities (e.g., gas monitoring of adjacent homes or buildings)
0 Good condition 0O Needs Maintenance O N/A
Remarks
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F. Cover Drainage Layer

O Applicable ON/A

1. Outlet Pipes Inspected 0O Functioning ON/A
Remarks

2. Outlet Rock Inspected 0O Functioning ON/A
Remarks

G. Detention/Sedimentation Ponds

O Applicable ON/A

1. Siltation Areal extent Depth ON/A
O Siltation not evident
Remarks
2. Erosion Avreal extent Depth
0O Erosion not evident
Remarks
3. Outlet Works OFunctioning  ON/A
Remarks
4. Dam OFunctioning  ON/A
Remarks
H. Retaining Walls O Applicable ON/A

1. Deformations
Horizontal displacement
Rotational displacement
Remarks

O Location shown on site map 0O Deformation not evident
Vertical displacement

2. Degradation
Remarks

O Location shown on site map 0O Degradation not evident

. Perimeter Ditches/Off-Site Discharge

O Applicable ON/A

1. Siltation O Location shown on site map O Siltation not evident
Avreal extent Depth
Remarks

2. Vegetative Growth O Location shown on site map ON/A

0O Vegetation does not impede flow

Avreal extent Type
Remarks
3. Erosion O Location shown on site map 0O Erosion not evident
Avreal extent Depth
Remarks
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4, Discharge Structure OFunctioning  ON/A
Remarks

VIII. VERTICAL BARRIER WALLS O Applicable M N/A

1. Settlement 0O Location shown on site map 0O Settlement not evident
Avreal extent Depth
Remarks

2. Performance Monitoring Type of monitoring
O Performance not monitored
Frequency 0O Evidence of breaching
Head differential
Remarks

IX. GROUNDWATER/SURFACE WATER REMEDIES MApplicable O N/A

A. Groundwater Extraction Wells, Pumps, and Pipelines ™ Applicable ON/A
1. Pumps, Wellhead Plumbing, and Electrical
M Good condition ™ All required wells located O Needs O&M ON/A
Remarks — All wells located and condition verified by O&M Manager in November 2015
2. Extraction System Pipelines, Valves, Valve Boxes, and Other Appurtenances
M Good condition O Needs O&M

Remarks: GAC may ned to be changed in near future

3. Spare Parts and Equipment
M Readily available 0 Good conditiond Requires upgrade 0O Needs to be provided
Remarks — backup pumps and pump repairs can be dealt with in a day’s time
B. Surface Water Collection Structures, Pumps, and Pipelines O Applicable MIN/A
1. Collection Structures, Pumps, and Electrical
0O Good condition ONeeds O&M  MN/A
Remarks
2. Surface Water Collection System Pipelines, Valves, Valve Boxes, and Other Appurtenances
0 Good condition ONeeds O&M  MN/A
Remarks
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C. Treatment System MApplicable ON/A

Treatment Train (Check components that apply)

0O Metals removal O Oil/water separation [ Bioremediation

O Air stripping M Carbon adsorbers

M Filters - Bag Filters

M Additive (e.g., chelation agent, flocculent) Nutrients (fertilizer)

0O Others

M Good condition O Needs Maintenance

M Sampling ports properly marked and functional

M Sampling/maintenance log displayed and up to date

M Equipment properly identified

M Quantity of groundwater treated annually - can be calculated based on ~100 gpm target rate
O Quantity of surface water treated annually
Remarks

Electrical Enclosures and Panels (properly rated and functional)
ON/A M Good condition O Needs Maintenance
Remarks

Tanks, Vaults, Storage Vessels
ON/A M Good condition O Proper secondary containment [ Needs Maintenance
Remarks

Discharge Structure and Appurtenances

ON/A M Good condition O Needs Maintenance

Remarks — both PPIG and BFIG injection galleries operating at time of visit. Noted during visit that they
cannot control or measure how much water goes to individual injection wells.

Treatment Building(s)

ON/A 0O Good condition (esp. roof and doorways) MNeeds repair

0 Chemicals and equipment properly stored

Remarks — the treatment building roof gutters need to be repaired due to past snow build-up.
Additionally the door to the building needs to be retrofitted so the door can stay open.

Monitoring Wells (pump and treatment remedy)

™ Properly secured/locked M Functioning ™M Routinely sampled M Good condition
0O All required wells located 0O Needs Maintenance ON/A
Remarks

D. Monitoring Data

1.

Monitoring Data
™ Is routinely submitted on time ™ Is of acceptable quality *

* Five Year Review Team noted that wells with concentrations below reporting limits (i.e., “‘not-
detected””) were frequently reported to be “ND”". Monitoring data reports should identify actual reporting
limit, such as “<0.5” or “0.5 U™. Also some figures incorrectly used “E” values instead or “D”” values.
Also, water levels should be measured at all wells, not just “A”” wells, and all water levels should be
measured at all wells in one event (over as short a period as possible) before any of the sampling begins.

Monitoring data suggests:
M Groundwater plume is effectively contained & Contaminant concentrations are declining

There may have been incomplete capture at the BFEG but overall plume is shrinking and PCP declining
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E. Monitored Natural Attenuation

1.

Monitoring Wells (natural attenuation remedy)

O Properly secured/locked O Functioning O Routinely sampled 0O Good condition
0O All required wells located 00 Needs Maintenance M N/A

Remarks

X. OTHER REMEDIES

M N/A

XI. OVERALL OBSERVATIONS

Implementation of the Remedy

Describe issues and observations relating to whether the remedy is effective and functioning as designed.
Begin with a brief statement of what the remedy is to accomplish (i.e., to contain contaminant plume,
minimize infiltration and gas emission, etc.).

The soil remedy is considered complete, the ICs for the specific areas containing treated soils have been
recorded. It may be appropriate to de-list the entire site with respect to soils. The groundwater
treatment system has relatively low influent concentrations, and meeting the effluent standards has not
been an issue. Groundwater concentrations of PCP have declined over time, presumably due to
remedial actions to date (source removal, P&T, and potentially in-situ biodegradation). Concentrations
of PCP well above groundwater cleanup standards remain south of 1-90 and north of 1-90, but
protectiveness is provided by a combination of residential well sampling and ICs. The groundwater
remedy has transitioned from “Phase 1" to ““Phase 2" as intended in the 1996 ESD based on “Phase 1
results. Modifications associated with the transition to “Phase 2”” included discontinuation of extraction
from the PPEG, increased extraction at the BFEG, and changes to the groundwater monitoring and
performance monitoring programs. The duration of the groundwater remedy remains uncertain, but the
groundwater remedy is progressing and is functioning as intended. Recently, additional source area
characterization has been performed and pilot testing for potential source area remediation has been
proposed, with the long-term goal of eliminating the need for P&T operation if the source area
remediation efforts are successful.

Adequacy of O&M

Describe issues and observations related to the implementation and scope of O&M procedures. In
particular, discuss their relationship to the current and long-term protectiveness of the remedy.

The third five-year review identified a conceptual difficulty in establishing if there is remaining source
material beneath 1-90, since there was a possibility that continued PCP impacts in groundwater north of
1-90 could be due to incomplete capture of the source area south of the BFEG. The termination of
extraction at the PPEG in 2010 was intended to be coupled with increased extraction at the BFEG to
improve capture at the BFEG and hopefully resolve this issue. Unfortunately, the pumping rate increase
at the BFEG was not fully realized until late 2014. Thus, it is still not possible at this time to establish
the significance of potential remaining source material beneath 1-90. It still remains possible (and
perhaps likely) that addressing the residual source material south of the BFEG will eliminate the vast
majority of the groundwater impacts north of 1-90.
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Early Indicators of Potential Remedy Problems

Describe issues and observations such as unexpected changes in the cost or scope of O&M or a high
frequency of unscheduled repairs that suggest that the protectiveness of the remedy may be compromised
in the future.

None

Opportunities for Optimization

Describe possible opportunities for optimization in monitoring tasks or the operation of the remedy.

An optimization evaluation was recently previously performed (Tetra Tech, 2010). Most of the
optimization recommendations were implemented. As mentioned above, additional source area
characterization has recently been performed and pilot testing for potential source area remediation has
been proposed, with the long-term goal of eliminating the need for P&T operation if the source area
remediation efforts are successful.
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Attachment 2

Letters from Gallatin City-County Board of Health Regarding
Extent of the Controlled Groundwater Area, July 3, 2012



“Committed to the protection and promotion of public health”

Gallatin City-County Health Department

Human Services Environmental Health Services
% 215 W. Mendenhall, Rm 117 215 W. Mendenhall, Rm 108
e = Bozeman, MT 59715-3478 Bozeman, MT 59715-3478
www. gallatin.mt.gov/health (406) 582-3100 @ Fax (406) 582-3112 406-582-3120 @ Fax: 406-582-3128

July 3, 2012
ENVIRON _..:.NTAI;.

Millie Heffner PROTECTION AGENCY

Montana Department of Natural Resources

Water Rights Bureau JUL 06 2012

PO Box 201601
Helena, MT 59620-1601 MONTANA OFFICE

Sean Becker

Mayor of the City of Bozeman
City Hall

PO Box 1230

Bozeman, MT 59715

Les Lonning

Director, Technical and Environmental Afairs
McFarland Cascade Pole and Lumber Company
1640 E. Marc Avenue

Tacoma, WA 978421-2939

Re:  Idaho Pole CERCLA Site Status
Dear Ms. Heffner, Mayor Becker and Mr. Lonning:

Last year, the Gallatin City-County Board of Health (Board) was approached by a representative
of the US Environmental Protection Agency about potentially petitioning DNRC to shrink the
Controlled Groundwater Area at the Idaho Pole CERCLA site on the northern edge of Bozeman.
Working with the Gallatin County Local Water Quality District, we reviewed site documents,
met with Idaho Pole, EPA and DEQ representatives, toured the site and deliberated whether we
were ready to forward such a petition. We concluded we were not, as three concerns were
outstanding (see attached letter). The Board’s principal concern is the enormous volume of
hydrocarbon (carrier oil) that was discharged at this site, which has not been tracked nor its
status ascertained in two decades. We understand this contamination is not the purview of the
federal Superfund program, but it is certainly a potential health concern. Can DEQ do anything
to resolve the status of the hydrocarbon plume(s} at the Idaho Pole site? Without better
hydrocarbon information than it has now, the Board will not be ready to approve shrinking the
Controlled Groundwater Area at this site.

We look forward to your response. If you have questions or concerns about our inquiry, please
address them to Health Officer Matt Kelley at 582-3120 or at matt.kelley@gallatin.mt.gov.

Best Regards,

Crebch, RW

Gretchen Rupp, PE
Chair, Gallatin City-County Board of Health



cc.

Roger Hoogerheide, US EPA
Lisa Dewitt, Montana DEQ
Sandra Olsen, MDEQ

Kerri Strasheim, DNRC

Mike Trombetta, MDEQ

Jeff Kuhn, MDEQ

Chris Saunders, City Planning
Dustin Johnson, City Planning
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PROTECTION AGENCY
Les Lonning

Director, Technical and Environmental Affairs JUL 062012
McFarland Cascade Pole and Lumber Company
1640 E. Marc Avenue MONTANA OFFICE

Tacoma, WA 978421-2939

Lisa Dewitt

Federal Superfund Bureau
Remediation Division, Montana DEQ
PO Box 200901

Helena, MT 59620-0901

RE: Idaho Pole CERCLA Site
Dear Mr. Lonning and Ms. Dewitt:

For the last few years, the Gallatin City-County Board of Health (Board), EPA, DEQ, Bozeman
City officials and Idaho Pole representatives have discussed proposed changes in the boundary of
the Idaho Pole Controlled Ground Water Area (CGWA). These discussions illustrate that all
parties understand the potential benefits of commercial development on the south side of the
CGWA. During the discussions the Board has raised specific concerns regarding the site. The
purpose of this letter is to reiterate the concerns raised by the Board and the Local Water Quality
District during a subcommittee meeting on July 26, 2011. To date, the Board has not received
any response from Idaho Pole regarding those concerns. We believe any redevelopment of any
portion of the Idaho Pole site should be contemplated in conjunction with an effort to address
environmental health concerns related to the site.

The concerns, summarized below, are shared by the Gallatin Local Water Quality District, which
has been working with the Board on issues at the Idaho Pole site:

1) Status of petroleum hydrocarbons (carrier oil) in the subsurface; According to the
Record of Decision for this site, as much as 300,000 gallons of carrier fluid were spilled during
pole treating operations at Idaho Pole. Since hydrocarbons are excluded from CERCLA, ongoing
monitoring and testing at the site have not attempted to characterize the nature and extent of
hydrocarbon contamination. But, as the Board of Health, we are quite concered about the fate of
this substance. Were there no PCP involved, this would be a state Superfund site, with careful
delineation of the hydrocarbon plume(s) and assessment of remediation possibilities. We voiced
this issue in a letter to EPA last spring, but its May 27, 2011, response letter did not address this
question. The board believes this is an important question since such materials might be in the



ground-water system, encountered in construction excavations and could conceivably release
volatile contaminants into the air through foundations in buildings constructed on site.

2) Status of Rocky Creek water and sediments: When the site was originally assessed, Rocky
Creek was considered a hydrologic barrier. If that is correct, then any dissolved contaminants in
the ground water downgradient of the pump-and-treat system, and any carrier fluid that might
have continued to migrate towards the creek, would discharge into the creek. Since the early
assessment work was completed, it is our understanding that very little monitoring or assessment
has been conducted to assure that no contaminants are entering Rocky Creek. Given the length of
time since the ROD was prepared, both the dissolved plumes and free carrier fluid have likely
moved. Members of our community drink well water that has interacted with surface water
downstream from the site, and others eat fish which swim in the creek and eat
macroinvertebrates which live on and in the streambed sediments. The potential for health
impacts are of concem to the Board.

3) Groundwater contamination north and east of Rocky Creek: While the creek was
assumed to be a hydrologic barrier, no data were generated to show whether hydrocarbons have
moved across (north and east) of the creek. Consequently very little information is available to
assure that ground water quality north and east of Rocky Creek poses no potential health hazard.

The Board is willing to work with all parties to modify the CGWA; however, we feel it would be
premature to move forward on any proposal for such modification until the above questions have
been answered to the Board’s satisfaction. The Board will entertain a responsible proposal to
modify the CGWA, but in order to fulfill our statutory mandates to protect public health and the
environment, we must have a clear understanding of status of the constituents of concern,
including those not covered by CERCLA. The Board looks forward to resolving these remaining
issues and moving forward on this important initiative. If you have questions or concerns, please
address them to Matt Kelley at 582-3120 or at matt.kelley@gallatin.mt.gov.

Best regards,
Cretcha, %W
Gretchen Rupp, PE

Chair, Gallatin City-County Board of Health

cc: Roger Hoogerheide, US EPA
Sean Becker, Mayor of Bozeman
Mike Trombetta, Montana DEQ
Sandra Olson, MDEQ
Millie Heffner, DNRC
Kerr Strasheim, DNRC
Kris Kukulski, City Manager
Chris Saunders, City Planning
Dustin Johnson, City Planning
Alan English, GLWQD
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Interview Summary Forms



Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 5, 2014

Persons interviewed: Heidi Kaiser and Alan Stine
Consultants for Idaho Pole Company and BNSF Railway, respectively
406.656.1172, hkaiser@hydrometrics.com and 406.443.3087, AStine@olytech.com

1. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

The remediation at the site is going well. The Responsible Parties are actively trying to
achieve treatment standards and are evaluating additional methods to remediate the residual
impacts, instead of relying on the Pump & Treat system to operate forever.

2. What effects have site activities/operations had on the surrounding community?
The site activities have had very minimal impacts on the surrounding community, and have
had a positive effect of shrinking the plume. The only obvious impacts to the community
have been to homeowners providing access to Rebecca Fabich so she can sample private
wells once a year, which Heidi and Alan believe is not very intrusive and provides the
homeowners with some assurance regarding the quality of their water.

3. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

If yes, what are they?

The Health Department has concerns regarding the release of hydrocarbons at the site and the
potential migrations of hydrocarbons to the Creek.

4. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO

5. Do you feel well informed about site progress and activities? YES NO
If no, how would you like to receive information and how often?
6. What other comments or suggestions do you have?
The Responsible Parties continue to implement source control measures. Both Heidi and
Alan think that if in situ control measures are effective at this site, it will be possible to stop

operating the P&T system.

Interviewer/s: Rob Greenwald, Jennifer Abrahams


mailto:hkaiser@hydrometrics.com
mailto:AStine@olytech.com

Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 5, 2014

Person interviewed: David Smith
Manager Environmental Remediation, BNSF Railway
406.256.4046, david.smith4@BNSF.com

1. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

The remediation is progressing very well and it may be possible to turn off the P&T system
in the future.

2. What effects have site activities/operations had on the surrounding community?
Dave cannot address this question as he is not local to the area.
3. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO
If yes, what are they?
4. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO
5. Do you feel well informed about site progress and activities? YES NO
If no, how would you like to receive information and how often?
6. What other comments or suggestions do you have?
The remediation at the site is progressing well, largely due to the communication between the
Responsible Parties and the regulators. The good working relationships have led to a

successful project.

Interviewer/s: Rob Greenwald, Jennifer Abrahams
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Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 5, 2014

Person interviewed: Rebecca Fabich
Consultant for Idaho Pole Company
406.570.0002, rmfabich@gmail.com

. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

This is the cleanest site on which Rebecca has worked. The Responsible Parties are
proactive and have tried to accelerate the progress of remediation at the site.

. What effects have site activities/operations had on the surrounding community?
Most people do not even know the site is a Superfund Site. This site has minimal effect on
the community. The neighbors on the north side of 190 are happy there is no active

manufacturing at the site.

. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

If yes, what are they?

The neighbors on the north side of 190 are concerned that the site will be sold and resume
manufacturing; the neighbors are not concerned with contamination at the site.

. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO
Do you feel well informed about site progress and activities? YES NO
If no, how would you like to receive information and how often?
. What other comments or suggestions do you have?

None

Interviewer/s: Rob Greenwald, Jennifer Abrahams
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Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 5, 2014

Person interviewed: Chris Mehl
Bozeman City Commission
406.581.4992, cmehl@bozeman.net

1. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

The site is unused and under-utilized.
2. What effects have site activities/operations had on the surrounding community?
Almost none; with the exception of the nearby neighbors, the public are unaware of the site.
3. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO
If yes, what are they?
The public do not know or understand the extent of groundwater contamination at and
downgradient of the site. The public do not trust the documentation of the extent of
contamination at the ldaho Pole Co. Superfund Site, due to poor communication regarding
contamination at other sites in/around Bozeman. Chris emphasized that the distrust is not due

to any actions by the Responsible Parties or governmental agencies at the IPC Site.

4. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO

5. Do you feel well informed about site progress and activities? YES NO

But Chris is only informed because he is a City Commissioner.
If no, how would you like to receive information and how often?

6. What other comments or suggestions do you have?
Chris recommends increasing the public awareness of the site, which could include holding
public meetings to discuss the status of the site remediation, particularly when sale of the
property and/or development at the site may be pending. Chris was impressed with the July
2014 EPA presentation to the Water Quality Board, but only about 10 people saw the
presentation.

Chris requested a copy of the Five Year Review when it is released.

Interviewer/s: Rob Greenwald, Jennifer Abrahams
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Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 5, 2014

Person interviewed: Kroon Family — Jake and Georgia, Tracey and Rhoda, Steve, and Ashley
406.539.2109, ashley.kroon@gmail.com

. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

The Kroons are not bothered by the site activities, their concern is whether
pentachlorophenol is present in their private well and whether the groundwater plume from
the IPC site will have a negative impact on the value of their property. Hydrometrics sends
the Kroons copies of the analytical results for the annual samples collected from their private
well. The Kroons are concerned about the samples collected at their well in 1989 that were
reported to have no pentachlorphenol detected with a reporting limit of 50 ug/L, which is 50x
greater than the Maximum Contaminant Level.

. What effects have site activities/operations had on the surrounding community?

The Idaho Pole Co. site has not had a direct impact on the community, with the exception of
the Controlled Groundwater Area (CGA). The extent of the CGA has impacted the plans of
NorthWestern Energy (NWE) to locate a replacement gas transmission line, which may be
moved outside the CGA. Eleven temporary monitoring wells were installed to assess
impacts at potential locations for the replacement line; three of the wells are on the Kroons’
property. In the spring of 2014, 0.9 ug/L pentachlorphenol was detected in one of the wells
(not on their property). The Kroons have requested copies of the second set of analytical
results from these wells.

. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

This was qualified by saying those who initially had concerns sold their property to Idaho
Pole Corporation.

If yes, what are they?

. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO

This was qualified by saying that even though the remedy seems effective, groundwater
contamination is still present.

Do you feel well informed about site progress and activities? YES NO

If no, how would you like to receive information and how often?


mailto:ashley.kroon@gmail.com

6. What other comments or suggestions do you have?

The Kroons are concerned about the NWE replacement of the gas transmission line, since
NWE has an easement across the Kroons property. The Kroons are concerned that installing
a new trench for the replacement line could create a future conduit for groundwater
contamination. If the new gas line is installed in the same location as the current line, the
new gas line will be installed under Rocky Creek; the Kroons are concerned that this may
compromise the confining clay layer, which could result in mobilizing groundwater
contamination. Ashley is also concerned that sealing the old pipe with gas will not be
sufficient, and believes filling the old pipe with bentonite is a better approach.

Ashley saw some of the investigations at the site during the summer of 2014 and is aware
that strong diesel odors were encountered in the borings collected in the former barkfill area.

Ashley also expressed concern that the City of Bozeman has plans for Story Mill Park (that
the city recently purchased) that may involve re-directing surface water into a constructed
wetlands, and she believes this could impact the groundwater flow direction.

Interviewer/s: Rob Greenwald, Jennifer Abrahams



Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 6, 2014

Person interviewed: Mary Gail Sullivan, Manager — Environmental Permitting and Compliance,
NorthWestern Energy (NWE); Ben Sorensen — Environmental Engineer, NWE, 406.497.3382,
maryqail.sullivan@northwestern.com; 406.497.3211, benjamin.sorensen@northwestern.com

1. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

The cleanup activities have been effective, but there are residual sources that impact
NorthWestern Energy (NWE) operations at the existing substation location and the location
of a replacement gas transmission line. NWE thinks that IPC should be responsible for
completely delineating the contamination at the northern (downgradient) end of the
groundwater plume.

2. What effects have site activities/operations had on the surrounding community?

The surrounding community is upset due to consequences resulting from the Controlled
Groundwater Area (CGA). NWE needs to replace an 83-year old gas transmission line
present in the CGA. Normally, NWE would use the same right-of-way for the new
transmission line, but the requirements associated with the CGA have NWE looking for an
alternative transmission line location. The local landowners, however, are not granting
access to NWE for the alternate line location outside of the CGA. They are also not placing
their new line as deep below the river as they would like to, because they have concerns
about maintaining the integrity of the confining clay.

3. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

If yes, what are they?
The concerns, identified in response to #2, are related to the NWE projects

4. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO

In general the remedy is effective, but there are remaining hot spots that impact activities at
the NWE substation. NWE has been required to perform additional work to expand and/or
make improvements at their substation; work at the substation costs NWE approximately
20% more than it otherwise would, due to the CGA requirements.

5. Do you feel well informed about site progress and activities? YES NO

If no, how would you like to receive information and how often?
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The EPA and DEQ keep NWE informed, but NWE does not have much interaction with the
responsible parties (Idaho Pole Corporation and BNSF)

6. What other comments or suggestions do you have?

NWE is concerned that their projects take longer, cost more, and are more difficult to
implement due to the IPC contamination that resulted in the CGA. NWE thinks that IPC
should enter into a cost sharing arrangement with NWE that results in IPC paying the “extra”
costs associated with work performed within the CGA. Otherwise, the NWE customers are
burdened with paying the extra costs.

NWE had to pay IPC an access fee of $3,500 to install 11 temporary MWs required by the
EPA to evaluate options regarding the gas transmission line replacement. They do not feel
that they should have to pay an access fee (for sampling the contamination) to the responsible
party who caused the contamination in the first place.

NWE would like to able to address equipment failures, spills, etc. at the substation on an as-
needed basis, rather than interacting with the EPA and DEQ each time work is required.
NWE would like to prepare an emergency response plan and submit the plan to the EPA and
DEQ for approval to allow NWE to perform work in real time when needed.

Interviewer/s: Rob Greenwald, Jennifer Abrahams



Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 6, 2014

Person interviewed: Tim Roark, Environmental Health Director, Gallatin City — County Health
Department, 406.582.3120, tim.roark@gallatin.mt.gov

1. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

The remediation at the site has progressed well, but has recently stalled.
2. What effects have site activities/operations had on the surrounding community?

Originally Idaho Pole Co. bought the surrounding private properties, which limited the
impacts to the community. No complaints are received from the current residents. Recently
NorthWestern Energy (NWE) has been working on their gas transmission line replacement
which has rekindled local interest in the IPC site (due to the effects of the Controlled
Groundwater Area). Tim noted that neither NWE nor the local community have contacted
the Health Department regarding the gas transmission line replacement.

3. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

If yes, what are they?

Except the local community are concerned regarding the final development of the site, which
will likely be manufacturing/industrial.

4. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO

This answer is qualified as follows: the soil remediation was effective, but free product is still
found in a trench. The presence of free product (diesel) and potential for that carrier oil to be
transported to Rocky Creek needs to be addressed or explained better to the public. If there
is no such risk, that needs to be documented better.

5. Do you feel well informed about site progress and activities? YES NO

If no, how would you like to receive information and how often?

An annual or semi-annual update to the Board of Health would be useful; this could be in the
form of a letter, fact sheet, or presentation.


mailto:tim.roark@gallatin.mt.gov

6. What other comments or suggestions do you have?

Tim suggested that IPC should present information regarding the isolated occurrence of the
hydrocarbons at the site. Improved communication that presents data collected to date (with
an interpretation of the data) would be useful to develop a better relationship (and trust)
between the Board of Health and IPC. The Board of Health has not received a response from
either EPA or DEQ regarding the July 3, 2012 letters identifying concerns about the
hydrocarbons (carrier oil) released at the site.

Interviewer/s: Rob Greenwald, Jennifer Abrahams
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Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 6, 2014

Person interviewed: Brit Fontenot, Director of Economic Development and Community
Relations, City of Bozeman, 406.582.2258, bfontenot@bozeman.net

. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

The site has significant potential for redevelopment, as it is in a zoning area designated for
the heaviest manufacturing. The site needs infrastructure to support redevelopment, e.g.,
water and sewer pipes need to be extended to the site.

. What effects have site activities/operations had on the surrounding community?

Since the site is zoned industrial, the City thinks that redevelopment is a viable option that
will not be deterred by the presence of contaminated groundwater. If IPC approached Brit
and explained the current remediation status and what site restrictions are required, Brit
would be better prepared to assist in highlighting the property to potential developers.

. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

If yes, what are they?

. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO

The remedy appears to be working, Brit has seen wildlife at the site.
Do you feel well informed about site progress and activities? YES NO
If no, how would you like to receive information and how often?

Yes, but this is because Brit has contacted the EPA/DEQ to get information (both Roger
Hoogerheide and Lisa DeWitt have been helpful and informative).

. What other comments or suggestions do you have?

Brit would like to get more information regarding site restrictions (with respect to the
Institutional Controls and Controlled Groundwater Area). Brit recognizes that the lack of
infrastructure at the site has been a barrier to redevelopment. Brit requested that an attempt
be made to interview Craig Woolard, Director of Public Works at the City of Bozeman, and
also Mitch Overton, the Parks and Recreation Director at the City of Bozeman.

Interviewer/s: Rob Greenwald, Jennifer Abrahams
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Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 6, 2014

Person interviewed: Gretchen Rupp, Gallatin City-County Board of Health, 406.994.6690,
beesgrmt@gmail.com

. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

Gretchen is disappointed that this is the fourth decade that the site is on the NPL and that
remediation is not complete. She qualified this by saying that it is good that the soils
remediation is complete.

. What effects have site activities/operations had on the surrounding community?
Ashley Kroon is very concerned about site operations, and has met and spoken with Gretchen
about the potential for the site to impact her grandparents water quality and their property

value.

. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

If yes, what are they?
The Board of Health wrote two letters in July 2012 expressing concern about the release of
hydrocarbons at the site and the lack of characterization or remediation of the hydrocarbons.
No response was received from DEQ, and Gretchen indicated that she was unsatisfied with a
response from EPA indicating that CERCLA does not address hydrocarbons.

. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO

This is a qualified response, as Gretchen does not believe she is up to date concerning the
remediation status. The remedy has been effective for the soils, but the groundwater
remediation of pentachlorophenol at the smear zone/vadose zone has not been very effective.
She is dissatisfied with the characterization and remediation of carrier oil hydrocarbons.
Do you feel well informed about site progress and activities? YES NO

If no, how would you like to receive information and how often?
. What other comments or suggestions do you have?
The extent of hydrocarbons needs to be characterized and remediated. The Gallatin City-

County Board of Health requested characterization of the nature and extent of carrier oil in
the subsurface at and downgradient of the Site before the Board will concur with reducing
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the extent of the CGA. Gretchen said hydrocarbons have not been analyzed in groundwater
for the past 10 to 20 years. She suggested sampling/analyzing the groundwater for
hydrocarbons one time, and presenting the information to the Board of Health.

Interviewer/s: Rob Greenwald, Jennifer Abrahams
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Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 10, 2014

Person interviewed: Les Lonning, Private Consultant to McFarland Cascade Pole and Lumber
Co., 253.878.4647, Les.Lonning@gmail.com

1. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

The project is progressing nicely, and seems to be headed in the right direction to ultimately
get the site off the NPL.

2. What effects have site activities/operations had on the surrounding community?

There have not been significant impacts on the community. IPC has been open
communicating with the neighbors and City.

3. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

If yes, what are they?
The expansion of NorthWestern Energy’s (NWE) existing substation has led to some
community concerns. NWE contacted IPC asking for an agreement to develop/add to the
substation. Additionally, NWE has installed some temporary wells to support the
replacement of a gas transmission line.
4. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO
5. Do you feel well informed about site progress and activities? YES NO
If no, how would you like to receive information and how often?
6. What other comments or suggestions do you have?
IPC would like to get the site back into useful production. Everyone appears to be satisfied
with the soil remedy, IPC is looking for alternatives to accelerate the residual groundwater
remediation. No one (EPA, DEQ, or IPC) wants the groundwater pump and treat remedy to

run to infinity.

Interviewer/s: Rob Greenwald, Jennifer Abrahams
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Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 12. 2014

Person interviewed: Tammy Swinney, Manager Gallatin Local Water Quality District,
406.582.3145, tammy.swinney@aqallatin.mt.gov

. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

It has taken a long time to get to this stage of the site remediation. She is encouraged that
IPC performed a pilot program this summer/fall to address residual pentachlorophenol
contamination. Tammy thinks the hot spot remediation may work faster than the on-going
Pump & Treat system.

. What effects have site activities/operations had on the surrounding community?

There was some community impact to the neighbors adjacent to the IPC site, but the majority
of the community is unaware of site activities or even that the IPC site is a Superfund Site.

. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

If yes, what are they?

The Kroons are concerned about the NWE gas transmission line replacement and how it
potentially may provide a conduit for migration of contaminated groundwater.

. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO

Tammy thinks the remedy has been effective for the soils, the ICs are effective, and the P&T
is effective remediating pentachlorophenol in groundwater. The characterization and
remediation of the carrier oil (hydrocarbons) has not been performed.
Do you feel well informed about site progress and activities? YES NO

If no, how would you like to receive information and how often?
Tammy took the initiative to read site documents and follow-up with calls to Roger
Hoogerheide and go to the site during some of the area 5A pilot study field work. Tammy

would like to receive semi-annual or annual updates from the EPA regarding activities
performed and planned,; this could be achieved through a newsletter or an email.
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6. What other comments or suggestions do you have?

The Gallatin Local Water Quality District has open lines of communication with Roger
Hoogerheide (EPA) and Rebecca Fabich (IPC). The Water District has monitoring wells
throughout the Bozeman basin, and collects water elevation measurements. The Water
District has worked with Roger and Rebecca to use some of the monitoring wells on the IPC
site to collect additional water elevation measurements; the Water District would like to put
some transducers in some monitoring wells at the IPC site.

Interviewer/s: Rob Greenwald, Jennifer Abrahams
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Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 21, 2014

Person interviewed: Craig Woolard, Director of Public Works
406.581.0091, cwoolard@bozeman.net

. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

Generally the remediation is going well, Craig’s perspective is based on the fact that the site
or issues concerning the site do not show up “on his desk”.

. What effects have site activities/operations had on the surrounding community?
The site is still undeveloped; this is partly due to being a Superfund site and partly due to the
need to extend utilities (water, sewer, power, etc.) to the site. Craig is concerned that

residual contamination at the site may inhibit redevelopment.

. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

If yes, what are they?
The concerns are related to the downgradient migration of contaminated groundwater/
. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO
Do you feel well informed about site progress and activities? YES NO
If no, how would you like to receive information and how often?

Craig would like to receive a fact sheet or email with information and links to documents on
a quarterly or semi-annual basis, as relevant to site activities.

. What other comments or suggestions do you have?

None. In response to an information request, Craig provided a description of the City’s plans
for Story Mill Park (originally identified by Ashley Kroon). The land for this park, near the
downgradient portion of the IPC groundwater plume, was purchased by the Trust for Public
Lands; the Trust is in the process of selling the land to the City of Bozeman. The northern
half of the park is intended to be used for active recreation, included playing fields and some
equipment. The southern half of the park is intended to be a reconstructed wetland that will
have some walking trails. The park will receive stormwater overflow from Bozeman Creek
during high flow events; a goal of the wetlands will be to improve the surface water quality
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(specifically nitrate concentration) of the East Gallatin River via nutrient reduction. The City
does not anticipate that the recreation of wetlands will substantively change the surface water
hydrology or the groundwater flow in this area.

Interviewer/s: Jennifer Abrahams
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Idaho Pole Company NPL 5-Year Review Community Interview Questions
November 25, 2014

Person interviewed: Rick Hixson, City Engineer
406.586.2284, rhixson@bozeman.net

1. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

The remediation process at the site has been very long-lived. It has taken a long time from
when the problem was identified at the site to obtaining resolution. This has resulted in a
portion of town being off-limits from improvements/development.

2. What effects have site activities/operations had on the surrounding community?

Development at the site has been precluded, forcing development to occur elsewhere.

3. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

If yes, what are they?
The concerns, for those who are aware of the site impacts, have been the contamination
preventing development at the site. The community at large does not even know about the

site; Rick has not heard anyone express health concerns that are related to the site.

4. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO

5. Do you feel well informed about site progress and activities? YES NO
If no, how would you like to receive information and how often?
Information is available for review, either via the Internet or by calling DEQ/EPA.
6. What other comments or suggestions do you have?
Rick sees the future of the site including someone having a development proposal that
triggers active involvement by the City. Rick stated that the lack of existing infrastructure at
the site has played a larger role impeding development at the site than the stigma of being a

Superfund Site.

Interviewer/s: Rob Greenwald, Jennifer Abrahams
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Idaho Pole Company NPL 5-Year Review Community Interview Questions
December 3, 2014

Person interviewed: Mitch Overton, City of Bozeman Parks & Recreation Director
406.595.7020, moverton@bozeman.net

. What is your overall impression of the Idaho Pole Company National Priority List (NPL)
project?

The wood treating processes at the site resulted in soil contamination, the chemicals in soil
leached into groundwater that still needs to be monitored and remediated.

. What effects have site activities/operations had on the surrounding community?

The site remediation activities, including monitoring, have had mostly positive effects on the
community.

. Are you aware of any community concerns regarding the Idaho Pole NPL Site?
YES NO

If yes, what are they?
Some individual residents at the downgradient edge of the plume have expressed concerns
regarding the potential impact the groundwater contamination may have relative to the value

of their property. Mitch is unaware of other community concerns.

. Do you feel the remedy (including institutional controls) at Idaho Pole is effective?
YES NO

Do you feel well informed about site progress and activities? YES NO

If no, how would you like to receive information and how often?

What other comments or suggestions do you have?

None. Drawing more attention to the site will not assist the implementation of the remedy.

Interviewer/s: Jennifer Abrahams
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Attachment 4

Notices of Fourth Five-Year Review in Bozeman Daily Chronicle
(November 2, 4, and 7, 2014)
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Roger Hongerheide,

Review of Cleanup
Idaho Pole Superfund Site

The US. Envirenmental Protection Agency (EPA) and Montana Department of Environ-
mental Quality ([DEQ) are conducting a Five-Year Review on the Idaho Pole Compary (IPC)
Superfind Site. The Five-Year Review s a regular checkup on a Superfund site to ensume
that deanup decisions continue o protect people and the environment This mprasents the

fourth fve-year review of the remeadial actions implemented at the IPC Site.

The IPC Site, which operated a wood treating faciliby from 1945 to 1997, is located near the
northermn limits of Bozeman, Montana. Historic practices
fuel to presenve the wood resulted inreleases to the underlying soil and groundwaber,

I you would like toleam more about the Idaho Fole Superfund Site please visit the
following web site: httpy/ fiwwwl.epa goviregionBidaho-pole-co

FOR ADDITIOMNAL INFORMATION CONTACT:

EPA Remedial Project Manager

for the protection and expansion of Social Security,
Medicare and Medicaid.

Faidlor by © '
Diarwor rak, P B 141, Bl gradln, T ST~ TR, Turom o Taipony, Tro mnmee.

LSOk -
ciry oF BozemAN” |

FALL LEAF|
|.GLEANU

The City of Bozeman Sineef Deparisoent will
provide its anmeal fall deanug of leaves this
Delnier and Movember. Onby leaves will be picked up.
Flease no brush piles or yard wasie.

SUEDIVISION PICKUP BEGING OCTOBER 29°
A IR s b I PRSBT COmpRstabie Hgs
Crmaar Typésa af containgra will not ba picked up.

GORE PICKUP BEGINS NOVEMBER 3°
“Bo Parking Streei Mainienance” signs will be
posted one dary Before soheduled pickup.

MISS YOUR PICKUP DAY?
Biring contained lasvwss o S ity Shog Gomplax
4 51 M. Bazeman from 106m - 2pm
on Sturdays, Weembr B, 15 nd 22

Far & comphéts schedile and isting ol specific
Ebrte g packup dles of for mons formstion,
s e Bogemian. nel or call S2-TH02

'ﬂé/ B Bavapht w0 o by the:
|L" +f ity of Beseran

B Wit B LR
e
“Fiekap daies may change fue 10 weather

Toll free at 1- B56-457-2600 ext. BI31

Lisa DeWitt, DEQ Project Officer
406-841-5087

at the

using pentachlorophencl as a casrier

Dearoness Fosail el

Cheistopher Browan, M

O, Brown welll be joining our Hospital Medicine
team, providing inpatient care as a haspitalist,
He gradusted from the University of Virginia
School of Medicine and completed his residency
i internal medicine at the University of Utah,
where he was chief resident and then served = 2
wisiting insbructor inimtemal medicne. Far the past
year, Dr, Brovwn has practiced general miedicine at
Warsgarui District Hospital in Mew Zealand. He is
broard certified in inbesnial medicine. Hospitalists
care for hospitallzed patents and do not take
appinbmenis.

406-414-5000 :: bozemandeaconess. ol

WELCOME NEW PHYSICIANS TO BOZEMAN DEACONESS HOSPITAL

We ave peased to wikcome Jmnr:ll.'ll Christapher Brown, MD, and £z johrson, MO, to the Bozeman

Eric Jahnson, ML

EnicC johnaom, RADH

D, Jehrson, board certiffed in family medicine,
joans s as the Medical Director of Bozeman
Dieacaness Waound Clinic & Hyperbaric hes
A graduate of the University of Minnesota
Medical School, D Johrson Coampletad his post
graduate studies at Family Medicine Residency
of Idaha. After working in private pracbice and
sperding more than 20 years In emargency
medicine in Idalw, e has extensive training in
hyperbanc medicine and wound care.

D, johirson sees patients bath by referral ar by

.

appoiniment, call $06-4714-5512,
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http://pioneer.olivesoftware.com/Default/Scripting/PagePrint.asp?Skin=BDChronicleA& AppName=2&BaseHref=BDC/2014/11/02&Page=32&CurrentPage=32... 1/1



11/24/2014

Publication: Bozeman Daily Chronicle; Date: Nov 4, 2014; Section: Nation; Page: A5

BOZEMAN DAILT CHREONICLE

HATION

Bozeman Daily Chronicle

Tumsnar, Novemsze 4, 2004 | A5

After deadly crash, Branson says space travel still worth risk

By CHRISTINE MA I-DUC
Lo Arga b Timas:

“but I doat think anybod,
e anphody

The Naticnal Transpor-
tatlon Safety Board sald

late Sursday that \'uig.u
Galactic Ehlﬁl!m's
co-pilat ped b
spacecraft’s aerodyn amlc
cootrols

That move may bare
cansed the tall to rise and
create — an action
called Mo-

'ments later; the alreraft
“dist

tion pocurred at:

Narhtmamiotincs Pilot eror investigated

14.

Hart contoced that 8y e ”‘E.?“m"wrmmdﬁgu
“plloterror” wasanly ooe  cmt omshad. cheknan of ba
possible cause of Fri- MNIEE, ¥ ks 100 aaxy fo say mhaiberibls ceEed tho omsh The

could inke o b & pear

Talbooms rotate o

oreaks drg for K : mﬂﬂ:".: B
e A
investigation. = : Etvon: Cperaied

Eﬁ'ﬂ“ﬁ'ﬂ.‘?m
|

Election rides wave of
anger at incumbents

By MARKZ, BARABAK
Lo Arga b Timas:

DIN'\'IR The costll-
midierm election 1o
I:m‘mr]'&aﬂbua'hmer
chose with control of the
Senabetiting boward
llcans even as
governocs, in red and blue
stabes alike, face @ well

Las Vegas and Callforrda
But unlike a conveni-
that

about Id ‘hillion. in I?:nd
et

word — well ower
2 million TV adwertise-

mn:ﬁmul:

services are fllled with
ldmnnememd.eplnr.
Ing the wﬂ.‘u‘gmcuni of
R?PCG:T ardner, the

S:n.lbennmmne ar

Derwogr of

| -] L8

Man el

The resultis a surly
electorate, and it goes

ing TV ads. Hellwoi
Tuesday for Demecratic
ho Eruce B n
hupdululﬂbhnts-enaz[:]qm:
with Republican Jort

Ernst, but only out of a
sense of civic duty.

In House races across

the drawing of political
hnumllpurpmdylunlt

about three doeen seats
mnt’d!sh;!erhpml

Oibarna lost Lo 2012, in-
cluding Alssls, Arkarsas,
Lowsiana and, rarmoely,
Morth Carclina.

Inall, more thana
‘half-dozen Serate races
remaln tos close to call,
with mggﬂ:mg
most will break Toesday
in favor of ooe party or
the oither,

SANTABNA
1 arrested in hit-
and-run deaths

A Caltfarnia driver
w]lnruu::nrmm

Ecrater o Plowers.

befiore: with his

BEALTIFUL MONTANG
WHEATHS. LINITED SUPFLN

NATIONAL DIGEST

candy and the tub ber oppesed o U5 Lnwabve. STANFORD, CALIE.
SirieT Wore meent there, officlal sd.  NEA: U5, peeds
“The first thing that Ther ArAnCEs
cmﬂnwgm]md. underscore a difficulty Silicon Valley help
v, whiy Arnerican afficlals face 1. depends
them” K o ctvibian and on Stlicon Vally innova-
few seconds later [ neal- matkmals  than
Tou theres a In the Stabes, then [nitermist
reason they're ot helping. sending themn bome, where  and staffio nation-
them. pone” they can face peprisaks al mecurtty, Nabional
from the Talban or other ~ Secu llguﬂdlmnm
DEMVER elements hoatile to the
ULE.-backed A Unlve, fessors and
Aghanoffidals  Ufbeisdsmme, v g
leave Colo. training  atrunmgcenter n Canon While the faderal gor-
Tmhfﬂ].: In southern - ErnmEnt |s never 1o
aifflclals who walked away In September 2013, mmnnwﬁﬁ-
from a prisoo- The other disappeared tn rizs, “we are gaing 1o ghe
program in February. Ope of themen  you the oppartunity 1o do
Calorade pese no threat, was found while bo  someneat stuff,

farmlles hack home will be The cther man has oot
agairst by thoss ‘been boated Frarm Chromicks wire servlces

P KNIFE RIVER

A VDL RESOUIMCEE COMPAAY
East Belgrade Interchange Project
WEEI: of November 3 - November 7

he Friziibing Frcsal/Rirwiny Boubivied
intersecton. final slope grading, new
sidewalks, signing and parremen
markings.

L] Aswnrk conminues slong the
Fromage Read, pease st reduced
speed limits, fagpers, changing raffic
pamlirrm and potartial didays while
fraveling through the work 2ome,

/b lgradeint!

Consanution s Traffic Updanes:
Wazekly upiines in Boasrman Oy
Befgrade Mews, and local radio Aation:.

Tete crews ane conmtinsing —
. wonkle,

har e concrata
jorm of the:

Diet erams

J e Frontags Roed
Al Alnway Boukevard

Superfund Site. The

Roger Hoogerhelde,

406-841-5087
lidewith@mt,gov

The ULS, Environmental Probection
mental Quality (DEQ) are conducting a Five-Year Review on the Idaho Pole Compary (IPC)

that cleanup decisions continue to protect people and the environment. This represents the
fourth five-year review of the remedial actions implemented at the IPC Site.

The IPC Site, which operated a wood treating facility from 1945 0 1997, s located near the
northern limits of Bozeman, Montana. Historke practoes
fuel o preserve the wood resulted in relsases to the underlying sail and groundwater

If you would like to laam mode aboud the Idaho Pole Superfund Site pleasa visit the
following web sites hitpd iwwwlepa gowegionSidaho-pole-co

FOR ADDITIONAL INFORMATION CONTACT:

Toll free at 1-856-457-2600 ext, 5031

hoogerheide roger@epa.gov

Lisa DeWitt, DEQ) Project Officer

Review 251 Cleanup

Idaho Pole Superfund Site

(EFA} and Montana Department of Environ-
Five-"ear Review is a regular checkup ona Superfund site to ensre

using pentachlorophencl as a carrer

EPA Remedial Project Manager
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Gay marriage ruling means high court review likely

CINCINMATL (AP) — The each other oot as adversaries namic, and the big question
erpanding

Jegal aceeptanice of Iri & court: btas fellos novw s whether an appeal can ke
mummﬁzlfnmi chizens s2 b resobve o new ready for the fustices in time for
a

Shates bt onThurs  sochl lssue o a falr-minded eocesideration this term. Gener-
- i “En Al Ger. ﬁ“&d&h&:ﬂd I:
artl-gay marriage cirnatl atborney. b Jaroary
E:ﬂ:ﬁdmmkmgn hardstein, who represented whether to hear the case Ln time
mnmh‘%jﬂ:nth:&lpcm El!.lmﬂ.ﬂsinh-ucnsm for adecision In June, Otherwiss,
Court will taks up the lssue. gatnied lower-court w charkes, the came wonld be pushed hack
The: 5 the following term and probably

Circult Court o Afederalappeals 19 the Supreme nit dectded until June 2016,

Appeaks

thart heard argu- court on Thursday “We're dtsap- 20 court victaries for suppart-
menis on upheld anti-gay Pdﬂﬂlﬂv‘?!l! ndlmlaﬂmm

rrethctam 1 MATE02 laws NONS, ot Thamer partaf the federal Defenac of

ﬂM@_ﬂiﬂ. Michigan, Kentudsy Camizﬂ:r:s— Muarriage Act st year. A federal
ntucky ent : 10 Louisiana recently up-
andTennesses.  F T n B e o Bt feushis.

Tennessee oo Jnn;)mgz_ﬁ:dmfln

ar
appeals courts rulsd against state
:ﬁ&tﬂhdﬁfﬂﬁqm Ato ool seek a review Inthis una 26, 201 3 fils phortn, Sean Lawnens, of Philadslphia, helds up

‘bams.

ey aflagdurirga ralyfer gay markgsion Ind dirscaMall inPhiladslphla.

yeriting the gﬁwﬂhmwhm nliappmkmmmrhnl:?:yuphd amth-gay marnaga laws In four Th!'::;e mn&fﬂ?‘m
wanmmGﬁ Fepublican ] :mnhml:lngmwmmmth:hw:ﬂn:m:hﬁmnﬁ the nations .
Clinton the Hkely will Iry in mowe the 319 380109 up tha prospact af Suprami Court avies. settle whether states can ban
Therul n:udnd that Issue directly on o the Supreme marriage or gay and lesbaan
states have ":?:lmﬂnﬂs Court, seeking a deflnttive rul. 07 Lo stabe lows threaten.” In October, the Supreme ﬁplshmaﬁﬂmmﬂ
for marriage and that such pmiﬂﬂlnfpm Court surpeisingly turned away g under the 115, Canst-
chanige s expanding a definl- miﬁ mﬂ appeals from Erve states seeking — pon, -twa states racently
flon of marriage that dates "back n the goal of Hﬂhiﬂwnﬂﬂs ta uphald their ba. mhed the 5 Courttn
1o the sarllest days of human Emomand}ndsaDe'hnnhCank u‘mﬂwmwsﬂﬂ:dhmr:-’ evenwith the gay couples seho  gepile the lssue onceand for all
Tustory” s better dane through \ri thetr He called 1t “completely out of  wian in the Jower courts court on Ot
palttical processs, “Because the correct remht step with the Supreme Court's with the states o ask for bigh & mnexpectedly inrmed away ap-
“When the courts do oot Jet 15 50 obvious, one |s tempe dmxdhﬂnmﬂ;m caurt rview pmllfmn:lﬁ!: seeking o

e resolre new soclal tos speculate that the major- the cocstitutional com-  Justice Buth Bader Ginshurg and leshian urioms,
tsmes ke this ane, they perpeiu- uyﬁgu—pménﬂjhkmﬂu mand as proognitzed by nearky explained in the weeks fallowing I.Ismﬂn veby made gay
ate the Idea that the herees in coniracy position fo create the ewery stabe aned federal court in denlal of thes: marriagr legal in 30 states. The
thes= change events are judges cirenlt split” Tudge Martha w{ﬂrenmduﬂcf peals that the lack afa spltt In the &uh‘mﬂmﬁ-bnnd!l]:{}ju:nﬂ
and lwpers” Suttom wrate, 63d- D WTOte, Saping the majoetry of the Amert- ellate courts made Supreme the mext day
ing that s better io hawe change the case to the S rt reviene of the lssoe un- |lm=-|nml:|11:ﬁ
*in which the people, gay and mnupm'mmf:';em. anamalous ruling woo't Dot 'hmsm]d.lhnanszndq,
str llibe.g-ammer.bellu:us tanty of status and the Lnterstate m‘iﬂ!uﬂfm‘ﬂ-’l’?ﬂl y's ruling cutaf fowrth federal appeals court to

of thetr own siories by meeting chaos that the current discrep-

he said in a staternent.

rule against state bans,

HATIONAL DIGEST

SANTA AHA, CALIF.

Nixon Library releases declassified audie

Hewly dedassified segmenis from the dlary of Presl-

mht]e]:nrumnﬂhdu‘gnmddyu'end.mu[-] LR Halde-

Review of Cleanup

at the
man recounts both mome;

Idaho Pole Superfund Site

l(l'-‘l'Eﬂﬂl‘-‘‘“]'E'ﬂl"iﬂﬂ'Hil'lﬁmlﬂ1‘“‘5&‘11-"-'!““- The 11.5. Environmental Prokeckon Agency (EPA) and Montana Deparément of Environ-
ey B Mo s ity Thats oy e mental Quality [DEQ) are conducting a Five-Yiar Review on the Idaho Fole Compary (IPC)
185 segments fram entrles spanalng From 1970 o 1573, Superfund Site. The Five-Year Review is a regular checkup on a Superfund site (o ensure

At the e, Nizon was I delicate that cleanup decisions continue to protect people and the environment. This represents the
mﬂﬁmffmmgh‘;ﬁ“ fourth five-year review of the remedial actions implementad at the IPC Site.

The Ioclude a reference bo top-secret intel-

E:‘bﬂdmupﬂeﬂn;udm! sy i The IFC Site, which eperated a wood treating facility Erom 1965 t0 1997, is located near the
mﬁnh:f:u Mmm“hmﬁ northern limits of Bozeman, Montana. Historke practices using pentachlorophencl as a carrier

mmmxmddm gl.ll!j;d . fuel bo presenve the wood resulbed in releases o the underlying soil and groundwater
beweser, an i
surpesing Nioan as he a Bssian cigarette after TFyou would like to learn more about the Idaho Pole Superfund Site please visit the

with Soret Jeaders, for and (- .
mum% Du:a sob-?r’n lmmuumhn- following web site: hitpd/wwwlepa govregiondfidaho-pole-co
quet as they it dio ot after toast with
camrninist officials, MEORMATION
i the diarles unlqus and FOR ADDITIOMNAL I CONTACT:

reveals almostas moch about Nlizon as 1t does about Roger EPA Remedial Project Manager
T Uycpert and bl Toll free at 1-866-457-2600 ext. 5031
i hp:tqﬂu.tnhlnm that hoogerheide roger@epa.gov
we don’t have o an sald “Theess are nok
ﬂmmu.ts}[nmug‘gpmu This 15 what was ceally Lisa DeWWitt, DEQ Project Officer
geingen: 406-841 5037
MASHWILLE, TEHH. lidewrittEme. gow

Lawm akers readying abortion restrictions
While the rest o the South skesty whittled ey at
abortion accass, Tennssssss chinics operatsd under Jass

stringent restrictions.
That 1s abeut 1o change.
Viobers on Tues day approved alieriog the stale constl-
tnﬂ.mbomlhdmﬂulltd:ﬁnntpcmﬂmn@l
— desplbe the 1.5 En]mn:leCunrt’k]S?J
]utwﬂemu:gmh a matioenede

bartion — already talking

= mﬁﬁml::mngp’enndsbo
Imnm:mhnemﬂlﬂzeg]nmmudmgm he
I.@.dlhu::meﬂs o 3

HOLIDAY OPEN HOUSE \!

FRIDAY, SATURDAY, & SUNDAY - NOVEMBER 7, 8, & 9

THREE DAY SPECIALS |

mallmlmﬂ.un mb:'ls':mme o n ﬁ 1. Bells
{Corurt ruling In 2000 that said abortion was proteced by T Aeg. ¥3.05— DMLY 04
the state constition. il {Limit 5)
From Chrasicle wire services
Birds
Rag. ¥3.08—DNLY D
(Lirmit 5)
2. Socks
g, *19.00—MNow *0.00
{Lirnit 5)

3. Santa is coming

to Bozeman
Reg. $8.89—*1.00 OFf

4. Holiday Dish Towel Fa -,
Reg. 4.90—New®l.09 | & A b
{Limit 5}

Words and Worlds in Maotion
Black Holes, Mautron Stars, EInstain
COMe Sperinze k3l o spakan word Bnd dancs
Friday and Saturday, Wov. 7-8
7 pm In tha Emersan Camtar or the Arts & Culture
FREE o the public | ACaebrating Einslein Evert

ey

GOLD CROWHN

Leslie’s Hallmark

GALLATIN VALLEY MALL = 586-0613 «+ OPEN MON-SAT 10-9« SUN 11-5

M | i

MCIVTARA, | Coegn of Latiars & e e
ks Caramit? | Ermaded Iniwarity
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Attachment 5

Recent Plume Maps and Water Level Map Prepared
by Site Contractors
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Attachment 6

PCP Concentration versus Time Plots at Selected Wells Prepared by
Tetra Tech based on Data provided by the Site Team
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Attachment 7

Mann-Kendall Analyses Performed as
Part of This Five-Year Review



Mann-Kendall Evaluation

The previous five-year review (September 2010) included the following text in the “Data Review” section:

“The RSE also identified the possibility that the down-gradient portion of the PCP plume could parallel
Rocky Creek for some distance...Because of this, the RSE suggested that the Site team identify any wells
(supply or otherwise) located in this area, determine their uses, determine their construction, and sample any
such wells for PCP. Subsequent to the RSE, EPA and MDEQ confirmed there are currently no supply wells
along the southern edge of Rocky Creek, to the north and northwest of GM-8 and RES-8. However, there is
still the potential that groundwater is contaminated in that area, and that such contamination extends beyond
the current extent of the CGA. Sampling of groundwater from temporary or permanent wells in that area
could indicate whether there is contamination beyond the current CGA. If that is the case, it may be
necessary to modify the extent of the CGA. As an initial first step, PCP will be monitored semi-annually at six
deeper-screened monitoring wells (9-B, 16-B, 24-B, 26-B, 27-B and GM-5). A single well Mann Kendall
statistical test of each well will be conducted during the next five-year review. If the statistical test
demonstrates no trend or an increasing trend in groundwater contamination at 95% Confidence Level, the
Agencies will consider sampling of groundwater downgradient of GM-8 and RES-8 from temporary or
permanent wells, to determine if there is contaminated groundwater beyond the current CGA boundary.”

The Mann-Kendall analysis is a non-parametric statistical procedure that is used for analyzing trends in data over
time. Nonparametric methods require no assumptions regarding the underlying statistical distribution of the data.
Accordingly, the Mann-Kendall test does not require a specific statistical distribution of the data and is not sensitive
to the sampling interval over which the monitoring data are collected. The outcome of the procedure depends on the
ranking of individual data points and not the overall magnitude of the data points. Therefore, the Mann-Kendall
procedure can be used for data sets that include irregular sampling intervals, data below the detection limit, and trace
or missing data.

Tetra Used the GSI Mann-Kendall Toolkit which was downloaded from the GSI Environmental website on October
15, 2014. The free tool can be downloaded at: http://www.gsi-net.com/en/software/free-software/gsi-mann-kendall-
toolkit.ntml. Programmed in the Microsoft Excel spreadsheet environment, the software employs the same Mann-
Kendall plume stability methodology that was previously developed for the MAROS software (Aziz et al., 2003;
AFCEE, 2004). The Mann-Kendall test for trend analysis, as coded in this Toolkit, relies on three statistical metrics
(Aziz et al., 2003), as follows:

e The ‘S’ Statistic: Indicates whether concentration trend vs. time is generally decreasing (negative S value) or
increasing (positive S value).

e The Confidence Factor (CF): The CF value modifies the S Statistic calculation to indicate the degree of
confidence in the trend result, as in ‘Decreasing” vs. “Probably Decreasing” or “Increasing” vs. “Probably
Increasing.” Additionally, if the confidence factor is quite low, due either to considerable variability in
concentrations vs. time or little change in concentrations vs. time, the CF is used to apply a preliminary “No
Trend” classification, pending consideration of the COV.

e The Coefficient of Variation (COV): The COV is used to distinguish between a “No Trend” result (significant
scatter in concentration trend vs. time) and a “Stable” result (limited variability in concentration vs. time) for
datasets with no significant increasing or decreasing trend (e.g. low CF).”

An example from the toolkit documentation illustrating how the ‘S” statistic is calculated based on ranking of results
is presented below.


http://www.gsi-net.com/en/software/free-software/gsi-mann-kendall-toolkit.html
http://www.gsi-net.com/en/software/free-software/gsi-mann-kendall-toolkit.html

Calculation of Mann-Kendall S Statistic for Five
Sampling Events

Event1 Event2 Event3 Event4 Event5

Benzene
(mglL) 13.95 42.08 |33.90

33.67| 18.05

—_——

Compare To Event 2

Compare To Event 3

Compare To Event 4

Apparent Decreasing Trend |:l -2

Per the previous five-year review (September 2010), the Mann-Kendall analysis was performed for PCP

concentrations in six “B” monitoring wells (9-B, 16-B, 24-B, 26-B, 27-B, and GM-5). These wells have been
consistently sampled since the last five-year review and have data from September 2009 to September 2014. Previous
to 2009, select “B” series wells were sampled in 1990, 1991, and 1994. Because the data prior to 2009 is sporadic and
there is a large time span between 1994 and when the wells were sampled again in 2009, only data from 2009 and
after are being included in this analysis. The data from the time period from 2009 to 2014 included in the Mann-

Kendall Analysis are as follows:

Samplin . Pentachlorophenol (PCP) Concentrations in pg/L

Eve':\t #g Sampling Dates 9-B 16-B 24-B 26-B 27-B GM-5
1 September 2009 26 46 9.7 7.6 43
2 April 2010 25 16 10 1.9 42 54
3 September 2010 30 44 14 2 42 13
4 April 2011 9.4 24 12 0.25 37 44
5 September 2011 13 33 3 3.6 38 4.2
6 April 2012 18 22 1.3 0.29 35 5.8
7 September 2012 16 35 9.8 0.61 38 4.6
8 April 2013 5.9 26 9.9 0.25 17 16
9 September 2013 8.7 31 4.1 0.25 27 6.8
10 April 2014 0.25 10 2.5 0.25 0.46 0.25
11 September 2014 12 21 2.6 0.25 0.25 0.5

For the Mann-Kendall analysis, non-detect results need to be quantified. For the purpose of this analysis, the input
values for non-detect results was assigned 0.25 ug/l which is generally the detection limit (there were a few results

where the detection was not provided, and the same detection limit of 0.25 ug/l was assumed).

Charts from the Toolkit for the PCP concentrations are provided below.
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Results from the Mann-Kendall analysis are presented below.
9-B 16-B 24-B 26-B 27-B GM-5

Coefficient of 0.61 0.40 0.63 1.45 0.55 1.26
Variation:
Mann-Kendall 31 19 21 31 -45 23
Statistic (S)
Confidence 99.2% 91.8% 94.0% 99.2% >99.9% 97.7%
Factor
Concentration . Probably Probably . . .
Trend: Decreasing Decreasing Decreasing Decreasing Decreasing Decreasing




Attachment 8

Notice of Institutional Controls (September 9, 2010)

































Attachment 9

DEQ Approval Correspondence
for This Five-Year Review



DE

Montana Department \
of Environmental Quality

August 24, 2015

Roger Hoogerheide, RPM

10 West 15th Street, Suite 3200
Environmental Protection Agency
Helena, MT 59626

RE: Idaho Pole Five-Year Review

Dear Roger,

DEQ has reviewed and commented on the Draft Idaho Pole Five-Year Review, and has been
intimately involved in the development of both the draft and final documents. DEQ hereby

concurs with the findings and recommendations of the Idaho Pole Five-Year Review.
We appreciate the opportunity to work with you on this effort.

Sincerely,

Cc: Katherine Haque-Hausrath, DEQ
Steven Moores, EPA

Les Lonning, Idaho Pole

Lisa DeWitt, DEQ

Enforcement

Steve Bullock, Governor | Tom Livers, Director | P.O. Box 200901 | Helena, MT 59620-0901 | (406) 444-2544 | www.deq.mt.gov
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